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norelem 24000 / 26000

New/Expanded Items

moves
Systems and components for machine and plant construction

24241-01
Page 725

24242
Page 726

24242-01
Page 727

26000
Page 738

26100
Page 750

24244
Page 728

26001
Page 740

26101
Page 751

24244-01
Page 729

26002
Page 742

26102
Page 751

24248
Page 730

26003
Page 744

26102-01
Page 753

24262-01
Page 731

26090
Page 746

26103
Page 754

24264-01
Page 732

26091
Page 747

26103-01
Page 755

24266-01
Page 733

26092
Page 748

26104
Page 756

Pillow block bearing flange type MUCF 
2-hole stainless steel

Compression springs 
ISO 10243, moderate load

Rubber buffers 
type AT tapered

Pillow block bearing flange type MUCF 
stainless steel

Pillow block bearing flange type
Compression springs 
ISO 10243, light load

Rubber buffers 
steel or stainless steel, type A

Pillow block bearing pedestal type

Insert bearing MUC 
stainless steel

Compression springs 
ISO 10243, very heavy load

Rubber buffers 
stainless steel, type B

Pillow block bearing flange type 
2-hole

Compression springs 
ISO 10243, heavy load

Rubber buffers 
steel or stainless steel, type B

Pillow block bearing flange type
Elastomer buffers 
Shore 80A

Rubber buffers 
stainless steel, type E

Pillow block bearing pedestal type
Elastomer buffers 
Shore 70A

Rubber buffers 
type E

Pillow block bearing flange 
type 
2-hole

Elastomer buffers 
Shore 90A

Rubber buffers 
steel or stainless steel, type C

Compression springs
Elastomer buffers
Rubber buffers
Shock absorbers
Gas springs
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norelem 26000

New/Expanded Items

moves
Systems and components for machine and plant construction

26104-01
Page 757

26120
Page 764

26105
Page 758

26130
Page 765

26106
Page 759

26301
Page 779

26201
Page 777

26131
Page 767

26106-01
Page 760

26320
Page 780

26300
Page 778

26150
Page 768

26107
Page 761

26320-10
Page 781

26180
Page 769

26108
Page 761

26320-20
Page 782

26182
Page 770

26110
Page 762

26330
Page 785

26184
Page 771

26112
Page 763

26186
Page 772

26115
Page 763

26200
Page 775

Rubber buffers 
stainless steel, type D Damping plates Mounting flange

Industrial shock absorbers 
adjustableO-shaped mounts

Rubber buffers 
type CT tapered

Rubber buffers 
steel or stainless steel, type D Neoprene connecting isolators, two-piece

Industrial shock absorbers 
adjustable, stainless steel

Gas springs 
stainless steelRubber-metal impact buffer rails

Rubber buffers 
stainless steel, type C

Rubber impact buffers 
type TP door buffer

Profile damper 
axial damping, soft version

Stop nuts 
stainless steel

Rubber buffers 
type DS suction foot

Profile dampers 
axial damping

Mounting brackets 
stainless steel

Rubber buffers 
conical

Profile damper 
radial damping, hard version

Rubber buffers 
parabolic

Profile damper 
radial damping

Rotation dampers, steel 
rotation right, left or both directions

Rubber buffers 
spherical Gas springs
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26000 Compression springs
Elastomer buffers
Rubber buffers
Shock absorbers
Gas springs
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Notes
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L

LO

AW VW

D D1

S

LO  = unloaded length
L    = loaded length
AW = working travel
VW = preload travel
S    = spring travel

LO LO LO LO

19 17,5 14,8 25 19 17,5 15,5 25 20 19 17,5 25 20,8 20 19 25

24 22,5 19,5 32 24 22,5 20 32 26 24 22,5 32 26,5 26 24 32

25,8 27 23 38 28,5 27 24 38 30,5 28,5 27 38 31,5 30,5 28,5 38

33 31 26 44 33 31 27 44 35 33 31 44 36,5 35 33 44

38 36 31 51 38 36 32 51 41 38 36 51 42,5 41 38 51

48 45 39 64 48 45 40 64 51 48 45 64 53 51 48 64

57 53 46 76 57 53 47 76 61 57 53 76 63 61 57 76

67 62 54 89 67 62 56 89 71 67 62 89 74 71 67 89

77 71 61 102 77 71 64 102 82 77 71 102 85 82 77 102

86 81 69 115 86 81 72 115 92 86 81 115 95 92 86 115

95 89 76 127 95 89 79 127 102 95 89 127 105 102 95 127

105 98 84 140 105 98 88 140 112 105 98 140 116 112 105 140

114 106 91 152 114 106 95 152 122 114 106 152 126 122 114 152

133 125 107 178 133 125 111 178 143 133 125 178 148 143 133 178

152 142 122 203 152 142 127 203 162 152 142 203 168 162 152 203

- - - - 172 160 143 229 - - - - - - - -

191 178 152 254 191 178 159 254 203 191 178 254 211 203 191 254

229 213 183 305 229 213 191 305 244 229 213 305 253 244 229 305

Light load Medium load Heavy load Very heavy load

Loaded length L (mm)
spring travel S in % of LO

Long
service life

S1
25 %

Medium
service life

S2
30 %

Maximum
load
≤ S

40 %

Unloaded
length

LO
mm

Long
service life

S1
25 %

Medium
service life

S2
30 %

Maximum
load
≤ S

37,5 %

Unloaded
length

LO
mm

Long
service life

S1
20 %

Medium
service life

S2
25 %

Maximum
load
≤ S

30 %

Unloaded
length

LO
mm

Long
service life

S1
17 %

Medium
service life

S2
20 %

Maximum
load
≤ S

25 %

Unloaded
length

LO
mm

Loaded length L (mm)
spring travel S in % of LO

Loaded length L (mm)
spring travel S in % of LO

Loaded length L (mm)
spring travel S in % of LO

Ratio of loaded and unloaded spring length:

S1

D

D1

F1
F2

≤F

S2 ≤S

L0

Technical information for compression springs

Note:
The compression springs are available in four colour coded load grades. Identical 
spring lengths and diameters enable the interchangeability of different load 
grades. The lengths, diameters, force and colours comply with ISO 10243.
To extend the service life, the springs have been heat-treated, abrasive blasted 
and pre-stressed to block height during production.

Configuration:
The service life can be influenced by dividing the spring travel into the working 
travel and the preload travel.
The smaller the difference between the spring travel and the unloaded length, 
the higher the expected service life.
Select a preload as large as possible and a working travel that is as small as 
necessary to maximise the service life. 
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D1

D

F1
F2

≤F

S1S2≤S
L0

26000

Material:
Chrome silicon steel. 

Version:
Green 

Sample order:
nlm 26000-1005025 

Note:
Lengths, diameters, forces and colour correspond to ISO 10243.

F1 indicates the load on the spring for a long service life with 
spring travel of 25% of L0.
F2 indicates the load on the spring for a medium service life 
with spring travel of 30% of L0.
Fmax. indicates the maximum load rating of the spring with 
spring travel of 40% of L0.

F = force required to compress the spring 1 mm. 

Compression springs 
ISO 10243, light load

 Order No. D D1 LO F F1 F2 F S1 S2 S 
     N N N max. N   max.
            

 26000-1005025 10 5 25 10 63 17 100 6,3 7,5 10

 26000-1005032 10 5 32 8,5 68 82 109 8 9,6 13

 26000-1005038 10 5 38 6,8 65 78 103 9,5 11 15

26000-1005044 10 5 44 6 66 78 106 11 13 18

 26000-1005051 10 5 51 5 64 77 102 13 15 20

 26000-1005064 10 5 64 4,3 69 83 110 16 19 26

 26000-1005076 10 5 76 3,2 61 73 97 19 23 30

 26000-1005305 10 5 305 1,1 84 101 134 76 92 122

 26000-1206025 12,5 6,3 25 17,9 112 134 179 6,3 7,5 10

 26000-1206032 12,5 6,3 32 16,4 131 157 210 8 9,6 13

 26000-1206038 12,5 6,3 38 13,6 129 155 207 9,5 11 15

 26000-1206044 12,5 6,3 44 12,1 133 160 213 11 13 18

 26000-1206051 12,5 6,3 51 11,4 145 174 233 13 15 20

26000-1206064 12,5 6,3 64 9,3 149 179 238 16 19 26

 26000-1206076 12,5 6,3 76 7,1 135 162 216 19 23 30

 26000-1206089 12,5 6,3 89 5,4 120 144 192 22 27 36

 26000-1206115 12,5 6,3 115 4,4 125 150 201 29 34 46

 26000-1206140 12,5 6,3 140 3,7 130 155 207 35 42 56

 26000-1206165 12,5 6,3 165 2,6 107 129 172 41 50 66

 26000-1206190 12,5 6,3 190 2 95 114 152 48 57 76

 26000-1206305 12,5 6,3 305 1,4 107 128 171 76 92 122
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26000

Compression springs  
ISO 10243, light load

	 Order No.	 D	 D1	 LO	 F	 F1	 F2	 F	 S1	 S2	 S  
	 	  			   N	 N	 N	 max. N			   max. 
	 	  			   		   				  

	 26000-1608025	 16	 8	 25	 23,4	 146	 176	 234	 6,3	 7,5	 10

	 26000-1608032	 16	 8	 32	 22,9	 183	 220	 293	 8	 9,6	 13

	 26000-1608038	 16	 8	 38	 19,3	 183	 220	 293	 9,5	 11	 15

	 26000-1608044	 16	 8	 44	 17,1	 188	 226	 301	 11	 13	 18

	 26000-1608051	 16	 8	 51	 15,7	 200	 240	 320	 13	 15	 20

	 26000-1608064	 16	 8	 64	 10,7	 171	 205	 274	 16	 19	 26

	 26000-1608076	 16	 8	 76	 10	 190	 228	 304	 19	 23	 30

	 26000-1608089	 16	 8	 89	 8,6	 191	 230	 306	 22	 27	 36

	 26000-1608102	 16	 8	 102	 7,8	 199	 239	 318	 26	 31	 41

	 26000-1608305	 16	 8	 305	 2,5	 191	 229	 305	 76	 92	 122

	 26000-2010025	 20	 10	 25	 55,6	 348	 417	 556	 6,3	 7,5	 10

	 26000-2010032	 20	 10	 32	 42,7	 342	 410	 547	 8	 9,6	 13

	 26000-2010038	 20	 10	 38	 33,9	 322	 386	 515	 9,5	 11	 15

	 26000-2010044	 20	 10	 44	 28,5	 314	 376	 502	 11	 13	 18

	 26000-2010051	 20	 10	 51	 24,7	 315	 378	 504	 13	 15	 20

	 26000-2010064	 20	 10	 64	 19,3	 308	 370	 493	 16	 19	 26

	 26000-2010076	 20	 10	 76	 16,1	 306	 367	 489	 19	 23	 30

	 26000-2010089	 20	 10	 89	 13,5	 299	 359	 479	 22	 27	 36

	 26000-2010102	 20	 10	 102	 11,8	 301	 362	 482	 26	 31	 41

	 26000-2010115	 20	 10	 115	 10,4	 299	 358	 478	 29	 35	 46

	 26000-2010127	 20	 10	 127	 9,4	 298	 358	 478	 32	 38	 51

	 26000-2010140	 20	 10	 140	 8,5	 297	 357	 476	 35	 42	 56

	 26000-2010152	 20	 10	 152	 7,9	 299	 359	 479	 38	 46	 61

	 26000-2010305	 20	 10	 305	 3,8	 288	 346	 462	 76	 92	 122

	 26000-2512025	 25	 12,5	 25	 100	 625	 750	 1000	 6,3	 7,5	 10

	 26000-2512032	 25	 12,5	 32	 80,6	 644	 773	 1030	 8	 9,6	 13

	 26000-2512038	 25	 12,5	 38	 64,8	 616	 739	 985	 9,5	 11	 15

	 26000-2512044	 25	 12,5	 44	 53,3	 586	 704	 938	 11	 13	 18

	 26000-2512051	 25	 12,5	 51	 46,2	 589	 707	 942	 13	 15	 20

	 26000-2512064	 25	 12,5	 64	 35,7	 572	 686	 915	 16	 19	 26

	 26000-2512076	 25	 12,5	 76	 29,2	 556	 667	 889	 19	 23	 30

	 26000-2512089	 25	 12,5	 89	 24,8	 552	 662	 883	 22	 27	 36

	 26000-2512102	 25	 12,5	 102	 21,2	 540	 648	 865	 26	 31	 41

	 26000-2512115	 25	 12,5	 115	 18,7	 539	 646	 862	 29	 35	 46

	 26000-2512127	 25	 12,5	 127	 16,7	 532	 638	 851	 32	 38	 51

	 26000-2512140	 25	 12,5	 140	 15,2	 532	 638	 851	 35	 42	 56

	 26000-2512152	 25	 12,5	 152	 13,9	 528	 634	 845	 38	 46	 61

	 26000-2512178	 25	 12,5	 178	 11,9	 530	 635	 847	 45	 53	 71

	 26000-2512203	 25	 12,5	 203	 10,5	 534	 641	 855	 51	 61	 81

	 26000-2512305	 25	 12,5	 305	 7	 533	 639	 853	 76	 92	 122
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D1

D

F1
F2

≤F

S1S2≤S
L0

26001

Material:
Chrome silicon steel. 

Version:
blue. 

Sample order:
nlm 26001-1005025 

Note:
Lengths, diameters, forces and colour correspond to ISO 10243.

F1 indicates the load on the spring for a long service life with 
spring travel of 25% of L0.
F2 indicates the load on the spring for a medium service life 
with spring travel of 30% of L0.
Fmax. indicates the maximum load rating of the spring with 
spring travel of 37.5% of L0.

F = force required to compress the spring 1 mm. 

Compression springs 
ISO 10243, moderate load

 Order No. D D1 LO F F1 F2 F S1 S2 S 
     N N N max. N   max.
            

 26001-1005025 10 5 25 16 100 120 150 6,3 7,5 9,4

 26001-1005032 10 5 32 13 104 125 156 8 9,6 12

 26001-1005038 10 5 38 11,9 113 136 170 9,5 11 14

 26001-1005044 10 5 44 10,3 113 136 170 11 13 17

 26001-1005051 10 5 51 8,9 113 136 170 13 15 19

 26001-1005064 10 5 64 7,5 120 144 180 16 19 24

 26001-1005076 10 5 76 5,3 101 121 151 19 23 29

 26001-1005305 10 5 305 1,6 122 146 183 76 92 114

 26001-1206025 12,5 6,3 25 30 188 225 281 6,3 7,5 9,4

 26001-1206032 12,5 6,3 32 24,8 198 238 298 8 9,6 12

 26001-1206038 12,5 6,3 38 21,4 203 244 305 9,5 11 14

 26001-1206044 12,5 6,3 44 18,5 204 244 305 11 13 17

 26001-1206051 12,5 6,3 51 15,5 198 237 296 13 15 19

 26001-1206064 12,5 6,3 64 12,1 194 232 290 16 19 24

 26001-1206076 12,5 6,3 76 10,2 194 233 291 19 23 29

 26001-1206089 12,5 6,3 89 8,4 187 224 280 22 27 33

 26001-1206305 12,5 6,3 305 2,1 160 192 240 76 92 114
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26001

Compression springs  
ISO 10243, moderate load

	 Order No.	 D	 D1	 LO	 F	 F1	 F2	 F	 S1	 S2	 S  
	 	  			   N	 N	 N	 max. N			   max. 
	 	  					      				  

	 26001-1608025	 16	 8	 25	 49,4	 309	 371	 463	 6,3	 7,5	 9,4

	 26001-1608032	 16	 8	 32	 37,1	 297	 356	 445	 8	 9,6	 12

	 26001-1608038	 16	 8	 38	 33,9	 322	 386	 483	 9,5	 11	 14

	 26001-1608044	 16	 8	 44	 30	 330	 396	 495	 11	 13	 17

	 26001-1608051	 16	 8	 51	 26,4	 337	 404	 505	 13	 15	 19

	 26001-1608064	 16	 8	 64	 20,5	 328	 394	 492	 16	 19	 24

	 26001-1608076	 16	 8	 76	 17,8	 338	 406	 507	 19	 23	 29

	 26001-1608089	 16	 8	 89	 15,2	 338	 406	 507	 22	 27	 33

	 26001-1608102	 16	 8	 102	 13,5	 344	 413	 516	 26	 31	 38

	 26001-1608305	 16	 8	 305	 4,8	 366	 439	 549	 76	 92	 114

	 26001-2010025	 20	 10	 25	 90,3	 564	 677	 847	 6,3	 7,5	 9,4

	 26001-2010032	 20	 10	 32	 68,3	 546	 656	 820	 8	 9,6	 12

	 26001-2010038	 20	 10	 38	 55,1	 523	 628	 785	 9,5	 11	 14

	 26001-2010044	 20	 10	 44	 45	 495	 594	 743	 11	 13	 17

	 26001-2010051	 20	 10	 51	 38,9	 496	 595	 744	 13	 15	 19

	 26001-2010064	 20	 10	 64	 30,4	 486	 584	 730	 16	 19	 24

	 26001-2010076	 20	 10	 76	 24,8	 471	 565	 707	 19	 23	 29

	 26001-2010089	 20	 10	 89	 21,3	 473	 569	 711	 22	 27	 33

	 26001-2010102	 20	 10	 102	 18,6	 474	 568	 710	 26	 31	 38

	 26001-2010115	 20	 10	 115	 16,3	 469	 563	 704	 29	 35	 43

	 26001-2010127	 20	 10	 127	 14,7	 467	 560	 700	 32	 38	 48

	 26001-2010140	 20	 10	 140	 13,3	 466	 559	 698	 35	 42	 53

	 26001-2010152	 20	 10	 152	 12	 456	 547	 684	 38	 46	 57

	 26001-2010305	 20	 10	 305	 6,1	 462	 554	 693	 76	 92	 114

	 26001-2512025	 25	 12,5	 25	 151	 942	 1130	 1410	 6,3	 7,5	 9,4

	 26001-2512032	 25	 12,5	 32	 119	 948	 1140	 1420	 8	 9,6	 12

	 26001-2512038	 25	 12,5	 38	 93,4	 887	 1060	 1330	 9,5	 11	 14

	 26001-2512044	 25	 12,5	 44	 83,2	 915	 1100	 1370	 11	 13	 17

	 26001-2512051	 25	 12,5	 51	 68,9	 878	 1050	 1320	 13	 15	 19

	 26001-2512064	 25	 12,5	 64	 53,2	 851	 1020	 1280	 16	 19	 24

	 26001-2512076	 25	 12,5	 76	 43,3	 823	 987	 1230	 19	 23	 29

	 26001-2512089	 25	 12,5	 89	 38	 846	 1010	 1270	 22	 27	 33

	 26001-2512102	 25	 12,5	 102	 33	 842	 1010	 1260	 26	 31	 38

	 26001-2512115	 25	 12,5	 115	 29,3	 842	 1010	 1260	 29	 35	 43

	 26001-2512127	 25	 12,5	 127	 26,4	 838	 1010	 1260	 32	 38	 48

	 26001-2512140	 25	 12,5	 140	 23,8	 833	 1000	 1250	 35	 42	 53

	 26001-2512152	 25	 12,5	 152	 21,8	 828	 994	 1240	 38	 46	 57

	 26001-2512178	 25	 12,5	 178	 18,5	 823	 988	 1230	 45	 53	 67

	 26001-2512203	 25	 12,5	 203	 16	 810	 972	 1210	 51	 61	 76

	 26001-2512305	 25	 12,5	 305	 10,5	 797	 957	 1200	 76	 92	 114
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D1

D

F1
F2

≤F

S1S2≤S
L0

26002

 Order No. D D1 LO F F1 F2 F S1 S2 S 
     N N N max. N   max.
            

 26002-1005025 10 5 25 22,1 111 138 166 5 6,3 7,5

 26002-1005032 10 5 32 17,5 112 140 168 6,4 8 9,6

 26002-1005038 10 5 38 17,1 130 162 195 7,6 9,5 11

 26002-1005044 10 5 44 15 132 165 198 8,8 11 13

 26002-1005051 10 5 51 12,8 131 163 196 10 13 15

 26002-1005064 10 5 64 10,7 137 171 205 13 16 19

 26002-1005076 10 5 76 7,5 114 143 171 15 19 23

 26002-1005305 10 5 305 2,1 128 160 192 61 76 92

 26002-1206025 12,5 6,3 25 42,1 211 263 316 5 6,3 7,5

 26002-1206032 12,5 6,3 32 33,2 212 266 319 6,4 8 9,6

 26002-1206038 12,5 6,3 38 29,3 223 278 334 7,6 9,5 11

 26002-1206044 12,5 6,3 44 24,6 216 271 325 8,8 11 13

 26002-1206051 12,5 6,3 51 19,6 200 250 300 10 13 15

 26002-1206064 12,5 6,3 64 15 192 240 288 13 16 19

 26002-1206076 12,5 6,3 76 13,2 201 251 301 15 19 23

 26002-1206089 12,5 6,3 89 11,4 203 254 304 18 22 27

 26002-1206305 12,5 6,3 305 2,8 171 214 256 61 76 92

Material:
Chrome silicon steel. 

Version:
Red 

Sample order:
nlm 26002-1005025 

Note:
Lengths, diameters, forces and colour correspond to ISO 10243.

F1 indicates the load on the spring for a long service life with 
spring travel of 20% of L0.
F2 indicates the load on the spring for a medium service life with 
spring travel of 25% of L0.
Fmax. indicates the maximum load rating of the spring with 
spring travel of 30% of L0.

F = force required to compress the spring 1 mm. 

Compression springs 
ISO 10243, heavy load
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26002

Compression springs  
ISO 10243, heavy load

	 Order No.	 D	 D1	 LO	 F	 F1	 F2	 F	 S1	 S2	 S  
	 	  			   N	 N	 N	 max. N			   max. 
	 	  					      				  

	 26002-1608025	 16	 8	 25	 75,7	 379	 473	 568	 5	 6,3	 7,5

	 26002-1608032	 16	 8	 32	 52,8	 338	 422	 507	 6,4	 8	 9,6

	 26002-1608038	 16	 8	 38	 48,5	 369	 461	 553	 7,6	 9,5	 11

	 26002-1608044	 16	 8	 44	 42,8	 377	 471	 565	 8,8	 11	 13

	 26002-1608051	 16	 8	 51	 37,1	 378	 473	 568	 10	 13	 15

	 26002-1608064	 16	 8	 64	 30,3	 388	 485	 582	 13	 16	 19

	 26002-1608076	 16	 8	 76	 25,7	 391	 488	 586	 15	 19	 23

	 26002-1608089	 16	 8	 89	 21,7	 386	 483	 579	 18	 22	 27

	 26002-1608102	 16	 8	 102	 19,3	 394	 492	 591	 20	 26	 31

	 26002-1608305	 16	 8	 305	 7,1	 433	 541	 650	 61	 76	 92

	 26002-2010025	 20	 10	 25	 216	 1080	 1350	 1620	 5	 6,3	 7,5

	 26002-2010032	 20	 10	 32	 168	 1080	 1340	 1610	 6,4	 8	 9,6

	 26002-2010038	 20	 10	 38	 129	 980	 1230	 1470	 7,6	 9,5	 11

	 26002-2010044	 20	 10	 44	 112	 986	 1230	 1480	 8,8	 11	 13

	 26002-2010051	 20	 10	 51	 94	 959	 1200	 1440	 10	 13	 15

	 26002-2010064	 20	 10	 64	 72,1	 923	 1150	 1380	 13	 16	 19

	 26002-2010076	 20	 10	 76	 59,7	 907	 1130	 1360	 15	 19	 23

	 26002-2010089	 20	 10	 89	 50,5	 899	 1120	 1350	 18	 22	 27

	 26002-2010102	 20	 10	 102	 44,2	 902	 1130	 1350	 20	 26	 31

	 26002-2010115	 20	 10	 115	 38,4	 883	 1100	 1320	 23	 29	 35

	 26002-2010127	 20	 10	 127	 34,1	 866	 1080	 1300	 25	 32	 38

	 26002-2010140	 20	 10	 140	 31	 868	 1090	 1300	 28	 35	 42

	 26002-2010152	 20	 10	 152	 28,2	 857	 1070	 1290	 30	 38	 46

	 26002-2010305	 20	 10	 305	 15	 915	 1140	 1370	 61	 76	 92

	 26002-2512025	 25	 12,5	 25	 380	 1900	 2380	 2850	 5	 6,3	 7,5

	 26002-2512032	 25	 12,5	 32	 276	 1770	 2210	 2650	 6,4	 8	 9,6

	 26002-2512038	 25	 12,5	 38	 220	 1670	 2090	 2500	 7,6	 9,5	 11

	 26002-2512044	 25	 12,5	 44	 185	 1620	 2030	 2440	 8,8	 11	 13

	 26002-2512051	 25	 12,5	 51	 157	 1600	 2010	 2410	 10	 13	 15

	 26002-2512064	 25	 12,5	 64	 122	 1560	 1950	 2330	 13	 16	 19

	 26002-2512076	 25	 12,5	 76	 100	 1520	 1900	 2280	 15	 19	 23

	 26002-2512089	 25	 12,5	 89	 84,4	 1500	 1880	 2250	 18	 22	 27

	 26002-2512102	 25	 12,5	 102	 73,5	 1500	 1870	 2250	 20	 26	 31

	 26002-2512115	 25	 12,5	 115	 65,2	 1500	 1870	 2250	 23	 29	 35

	 26002-2512127	 25	 12,5	 127	 57,5	 1460	 1830	 2190	 25	 32	 38

	 26002-2512140	 25	 12,5	 140	 52,1	 1460	 1820	 2190	 28	 35	 42

	 26002-2512152	 25	 12,5	 152	 48	 1460	 1820	 2190	 30	 38	 46

	 26002-2512178	 25	 12,5	 178	 40,9	 1460	 1820	 2180	 36	 45	 53

	 26002-2512203	 25	 12,5	 203	 35,7	 1450	 1810	 2170	 41	 51	 61

	 26002-2512305	 25	 12,5	 305	 22,9	 1400	 1750	 2100	 61	 76	 92
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D1

D

F1
F2

≤F

S1S2≤S
L0

26003

Material:
Chrome silicon steel. 

Version:
yellow. 

Sample order:
nlm 26003-1005025 

Note:
Lengths, diameters, forces and colour correspond to ISO 10243.

F1 indicates the load on the spring for a long service life with 
spring travel of 17% of L0.
F2 indicates the load on the spring for a medium service life 
with spring travel of 20% of L0.
Fmax. indicates the maximum load rating of the spring with 
spring travel of 25% of L0.

F = force required to compress the spring 1 mm. 

Compression springs 
ISO 10243, very heavy load

 Order No. D D1 LO F F1 F2 F S1 S2 S 
     N N N max. N   max.
            

 26003-1005025 10 5 25 32,5 138 163 203 4,3 5 6,3

 26003-1005032 10 5 32 25,1 137 161 201 5,4 6,4 8

 26003-1005038 10 5 38 20,9 135 159 199 6,5 7,6 9,5

26003-1005044 10 5 44 17,9 134 158 197 7,5 8,8 11

 26003-1005051 10 5 51 15 130 153 191 8,7 10 13

 26003-1005064 10 5 64 12 131 154 192 11 13 16

 26003-1005076 10 5 76 10 129 152 190 13 15 19

 26003-1005305 10 5 305 2,4 124 146 183 52 61 76

 26003-1206025 12,5 6,3 25 58,4 248 292 365 4,3 5 6,3

 26003-1206032 12,5 6,3 32 44,4 242 284 355 5,4 6,4 8

 26003-1206038 12,5 6,3 38 36 233 274 342 6,5 7,6 9,5

 26003-1206044 12,5 6,3 44 30,9 231 272 340 7,5 8,8 11

 26003-1206051 12,5 6,3 51 27 234 275 344 8,7 10 13

26003-1206064 12,5 6,3 64 21,6 235 276 346 11 13 16

 26003-1206076 12,5 6,3 76 17,8 230 271 338 13 15 19

 26003-1206089 12,5 6,3 89 15,2 230 271 338 15 18 22

 26003-1206305 12,5 6,3 305 4,3 223 262 328 52 61 76
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26003

Compression springs  
ISO 10243, very heavy load

	 Order No.	 D	 D1	 LO	 F	 F1	 F2	 F	 S1	 S2	 S  
	 	  			   N	 N	 N	 max. N			   max. 
	 	  					      				  

	 26003-1608025	 16	 8	 25	 126	 533	 628	 784	 4,3	 5	 6,3

	 26003-1608032	 16	 8	 32	 92,8	 505	 594	 742	 5,4	 6,4	 8

	 26003-1608038	 16	 8	 38	 74,9	 484	 569	 712	 6,5	 7,6	 9,5

	 26003-1608044	 16	 8	 44	 63	 471	 554	 693	 7,5	 8,8	 11

	 26003-1608051	 16	 8	 51	 55,1	 478	 562	 703	 8,7	 10	 13

	 26003-1608064	 16	 8	 64	 42,9	 467	 549	 686	 11	 13	 16

	 26003-1608076	 16	 8	 76	 35,3	 456	 537	 671	 13	 15	 19

	 26003-1608089	 16	 8	 89	 29,8	 451	 530	 663	 15	 18	 22

	 26003-1608102	 16	 8	 102	 26,1	 453	 532	 666	 17	 20	 26

	 26003-1608305	 16	 8	 305	 8,5	 443	 521	 652	 52	 61	 76

	 26003-2010025	 20	 10	 25	 293	 1250	 1470	 1830	 4,3	 5	 6,3

	 26003-2010032	 20	 10	 32	 224	 1220	 1430	 1790	 5,4	 6,4	 8

	 26003-2010038	 20	 10	 38	 177	 1140	 1350	 1680	 6,5	 7,6	 9,5

	 26003-2010044	 20	 10	 44	 149	 1110	 1310	 1640	 7,5	 8,8	 11

	 26003-2010051	 20	 10	 51	 128	 1110	 1310	 1630	 8,7	 10	 13

	 26003-2010064	 20	 10	 64	 99	 1080	 1270	 1580	 11	 13	 16

	 26003-2010076	 20	 10	 76	 81,7	 1060	 1240	 1550	 13	 15	 19

	 26003-2010089	 20	 10	 89	 69,5	 1050	 1240	 1550	 15	 18	 22

	 26003-2010102	 20	 10	 102	 60,6	 1050	 1240	 1550	 17	 20	 26

	 26003-2010115	 20	 10	 115	 53	 1040	 1220	 1520	 20	 23	 29

	 26003-2010127	 20	 10	 127	 47,6	 1030	 1210	 1510	 22	 25	 32

	 26003-2010140	 20	 10	 140	 43	 1020	 1200	 1510	 24	 28	 35

	 26003-2010152	 20	 10	 152	 39	 1010	 1190	 1480	 26	 30	 38

	 26003-2010305	 20	 10	 305	 21,2	 1100	 1290	 1620	 52	 61	 76

	 26003-2512032	 25	 12,5	 32	 354	 1930	 2270	 2830	 5,4	 6,4	 8

	 26003-2512038	 25	 12,5	 38	 280	 1810	 2130	 2660	 6,5	 7,6	 9,5

	 26003-2512044	 25	 12,5	 44	 232	 1730	 2040	 2550	 7,5	 8,8	 11

	 26003-2512051	 25	 12,5	 51	 198	 1710	 2020	 2520	 8,7	 10	 13

	 26003-2512064	 25	 12,5	 64	 154	 1670	 1970	 2460	 11	 13	 16

	 26003-2512076	 25	 12,5	 76	 125	 1620	 1900	 2380	 13	 15	 19

	 26003-2512089	 25	 12,5	 89	 106	 1600	 1880	 2350	 15	 18	 22

	 26003-2512102	 25	 12,5	 102	 91,2	 1580	 1860	 2330	 17	 20	 26

	 26003-2512115	 25	 12,5	 115	 81,1	 1590	 1870	 2330	 20	 23	 29

	 26003-2512127	 25	 12,5	 127	 72,1	 1560	 1830	 2290	 22	 25	 32

	 26003-2512140	 25	 12,5	 140	 65,5	 1560	 1830	 2290	 24	 28	 35

	 26003-2512152	 25	 12,5	 152	 60,1	 1550	 1830	 2280	 26	 30	 38

	 26003-2512178	 25	 12,5	 178	 51,3	 1550	 1830	 2280	 30	 36	 45

	 26003-2512203	 25	 12,5	 203	 44,7	 1540	 1810	 2270	 35	 41	 51

	 26003-2512305	 25	 12,5	 305	 29,6	 1530	 1810	 2260	 52	 61	 76
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D1

D

LO

26090

 Order No. D D1 LO
    
    

26090-01601270 16 6,5 12,5

 26090-01601670 16 6,5 16

 26090-01602070 16 6,5 20

 26090-01602570 16 6,5 25

 26090-02001670 20 8,5 16

26090-02002070 20 8,5 20

 26090-02002570 20 8,5 25

 26090-02003270 20 8,5 32

 26090-02502070 25 10,5 20

 26090-02502570 25 10,5 25

26090-02503270 25 10,5 32

 26090-02504070 25 10,5 40

 26090-03203270 32 13,5 32

 26090-03204070 32 13,5 40

 26090-03205070 32 13,5 50

26090-03206370 32 13,5 63

 26090-05003270 50 17 32

 26090-05004070 50 17 40

 26090-05005070 50 17 50

 26090-05006370 50 17 63

26090-05008070 50 17 80

 26090-05010070 50 17 100

 26090-10003270 100 21 32

 26090-10004070 100 21 40

 26090-10005070 100 21 50

26090-10006370 100 21 63

 26090-10008070 100 21 80

 26090-10010070 100 21 100

 26090-10012570 100 21 125

Material:
Polyurethane. 

Version:
Soft Shore hardness 70A ±5.
Colour black. 

Sample order:
nlm 26090-02001670 

Note:
Elastomer buffers are characterised by high load capacity, 
long service life and high economy due to being entirely 
maintenance-free. They also provide outstanding 
protection for persons and machines since the buffers do 
not rupture when overloaded.
They are used to insulate and dampen air and 
structure-borne sound and offer progressive buffering 
characteristics with sustained excellent performance.
They are also resistant to grease and oils and, in terms 
of performance and quality fulfil the requirements of the 
standard ISO 10069-1. 

Temperature range:
-20 °C to +80 °C. 

Elastomer buffers 
Shore 70A
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26091

Material:
Polyurethane. 

Version:
Medium Shore hardness 80A ±5.
Colour yellow. 

Sample order:
nlm 26091-01601280 

Note:
Elastomer buffers are characterised by high load capacity, 
long service life and high economy due to being entirely 
maintenance-free. They also provide outstanding 
protection for persons and machines since the buffers do 
not rupture when overloaded.
They are used to insulate and dampen air and 
structure-borne sound and offer progressive buffering 
characteristics with sustained excellent performance.
They are also resistant to grease and oils and, in terms 
of performance and quality fulfil the requirements of the 
standard ISO 10069-1. 

Temperature range:
-20 °C to +80 °C. 

Elastomer buffers 
Shore 80A

 Order No. D D1 LO
    
    

26091-01601280 16 6,5 12,5

 26091-01601680 16 6,5 16

 26091-01602080 16 6,5 20

 26091-01602580 16 6,5 25

 26091-02001680 20 8,5 16

26091-02002080 20 8,5 20

 26091-02002580 20 8,5 25

 26091-02003280 20 8,5 32

 26091-02502080 25 10,5 20

 26091-02502580 25 10,5 25

26091-02503280 25 10,5 32

 26091-02504080 25 10,5 40

 26091-03203280 32 13,5 32

 26091-03204080 32 13,5 40

 26091-03205080 32 13,5 50

26091-03206380 32 13,5 63

 26091-05003280 50 17 32

 26091-05004080 50 17 40

 26091-05005080 50 17 50

 26091-05006380 50 17 63

26091-05008080 50 17 80

 26091-05010080 50 17 100

 26091-10003280 100 21 32

 26091-10004080 100 21 40

 26091-10005080 100 21 50

26091-10006380 100 21 63

 26091-10008080 100 21 80

 26091-10010080 100 21 100

 26091-10012580 100 21 125
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D1

D

LO

26092

 Order No. D D1 LO
    
    

26092-01601290 16 6,5 12,5

 26092-01601690 16 6,5 16

 26092-01602090 16 6,5 20

 26092-01602590 16 6,5 25

 26092-02001690 20 8,5 16

26092-02002090 20 8,5 20

 26092-02002590 20 8,5 25

 26092-02003290 20 8,5 32

 26092-02502090 25 10,5 20

 26092-02502590 25 10,5 25

26092-02503290 25 10,5 32

 26092-02504090 25 10,5 40

 26092-03203290 32 13,5 32

 26092-03204090 32 13,5 40

 26092-03205090 32 13,5 50

26092-03206390 32 13,5 63

 26092-05003290 50 17 32

 26092-05004090 50 17 40

 26092-05005090 50 17 50

 26092-05006390 50 17 63

26092-05008090 50 17 80

 26092-05010090 50 17 100

 26092-10003290 100 21 32

 26092-10004090 100 21 40

 26092-10005090 100 21 50

26092-10006390 100 21 63

 26092-10008090 100 21 80

 26092-10010090 100 21 100

 26092-10012590 100 21 125

Material:
Polyurethane. 

Version:
Hard Shore hardness 90A ±5.
Colour red. 

Sample order:
nlm 26092-02001690 

Note:
Elastomer buffers are characterised by high load capacity, 
long service life and high economy due to being entirely 
maintenance-free. They also provide outstanding 
protection for persons and machines since the buffers do 
not rupture when overloaded.
They are used to insulate and dampen air and structure-
borne sound and offer progressive buffering characteristics 
with sustained excellent performance.
They are also resistant to grease and oils and, in terms 
of performance and quality fulfil the requirements of the 
standard ISO 10069-1. 

Temperature range:
-20 °C to +80 °C. 

Elastomer buffers 
Shore 90A
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D H

A 20 15 300 190 120 500 320 200 60 40 30 190 120 70

A 30 15 670 410 250 1100 700 400 90 60 40 350 210 130

A 30 30 240 150 100 900 570 340 50 30 20 430 280 170

A 40 30 480 300 170 1800 1110 670 90 60 30 770 500 250

A 50 20 2400 1500 900 5000 3190 1870 240 160 100 1200 770 460

A 50 40 600 380 220 2800 1750 1050 120 80 50 1280 800 460

A 75 25 5000 1655 1700 8000 5000 3300 410 260 160 2800 1750 1030

A 75 55 650 400 240 4700 3000 1750 130 80 50 2100 1300 800

B 25 20 320 160 120 490 320 190 70 45 25 230 160 90

B 30 20 660 430 260 830 520 310 100 75 50 330 210 130

B 30 30 350 220 130 750 450 280 70 50 30 350 220 130

B 40 30 550 350 210 1250 750 450 110 70 40 520 330 200

B 50 40 560 370 220 2100 1270 760 120 80 45 930 580 350

B 50 50 350 220 130 1750 1100 650 80 50 30 800 510 310

B 75 50 950 630 330 4700 2910 1720 180 120 80 1900 1200 710

C 20 25 200 130 80 300 190 120 50 30 20 150 90 60

C 30 30 590 380 220 720 450 270 90 60 50 260 170 110

C 40 30 900 570 340 1080 680 410 150 90 60 380 240 140

C 50 30 1700 1090 650 2500 1750 950 210 150 70 470 290 170

C 50 50 360 220 140 1390 870 520 80 40 30 610 390 230

C 75 50 1010 630 370 3650 2050 1200 200 130 80 1560 980 580

Type Compressive loads Shear stresses
Spring rate c2 

in N/mm
Permissible load 

F in N
Spring rate cx, y 

in N/mm
Permissible load 

F in N
hard medium soft hard medium soft hard medium soft hard medium soft

D H

D 25 20 150 260

D 30 20 330 730

D 40 30 250 950

D 50 20 660 1750

D 75 25 1430 4650

Type Compressive loads
Spring rate c2 

in N/mm
Permissible load 

F in N
medium medium

c2

H

D

cx, y

-30 °C – +80 °C 600%

-30 °C – +80 °C 450%

-20 °C – +110 °C 450%

-30 °C – +120 °C 450%

-30 °C – +130 °C 450%

-60 °C – +200 °C 500%

NR (NK)

SBR

CR

NBR

EPDM

SI

1 1 3 4 6 6 3 3

5 2 3 4 4 5 3 3

3 2 2 2 2 2 2 2

5 2 3 3 1 1 4 3

5 3 1 1 5 4 1 2

6 4 1 1 5 4 5 5

Natural rubber

Styrene-butadiene rubber

Chloroprene rubber

Acrylonitrile-butadiene
rubber

Ethylene
propylene terpolymer

Silicone rubber

Main Characteristics - Resistance to

Abb. Polymer Temperature Tensile 
strength

Fracture 
elongation

Aging Ozone Petrol Oil Acid Alkalis Tensile
strain

Rubber material

Technical information for rubber buffers
Note:
Our rubber buffers are simple and cost-
efficient standard units for elastic mounting. 
They are ideally suited for compressive 
and axial loads of a diverse range of 
applications. With shear stress however, 
they are substantially less resilient than 
with compressive stress. The adjacent 
tables provide a guide to the static load 
values. By high dynamic alternating loads 
or high frequencies the loading should be 
reduced proportionately.

Guide values for static load (excerpt from 26100, 26102, 26104 and 26106)

Synoptical Table - Properties of the Individual Material

1 = excellent     2 = very good     3 = good     4 = moderate     5 = low     6 = insufficient

Tolerances for rubber buffers
Permissible dimensional deviations per DIN 7751 Part 2. Permissible hardness deviation ±5 Shore A.

Rubber hardness:
hard = Shore 70  medium = Shore 55  soft = Shore 45
For general guidance natural rubber is ca. Shore 55.
static compression load:   F (max.) = ca. 6.5 kg/cm² (63.77 N/cm²)
static axial load:   F (max.) = ca. 1.5 kg/cm² (14.72 N/cm²)
by 10 % spring displacement, or transverse travel during axial load. 
Naturally, much higher loads are possible without damage, but these considerably effect the rubber buffer in its 
primary purpose. Tensile loads are possible but should be avoided on account of the peak stress at the contact 
edges and the notch sensitivity of rubber.
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G

L
H

L

D
G

26100

Order No. Main D G L H Spring stiffness Load 
material     N/mm N

       

26100-00800855 steel 8 M3 6 8 24 31

26100-01001055 steel 10 M4 10 10 35 32

26100-01001555 steel 10 M4 10 15 50 50

26100-01500855 steel 15 M4 10 8 130 104

26100-01501055 steel 15 M4 10 10 122 122

26100-01501555 steel 15 M4 10 15 59 88

26100-02000855 steel 20 M6 18 8 725 580

26100-02001055 steel 20 M6 18 10 300 300

26100-02001555 steel 20 M6 18 15 200 300

26100-02002055 steel 20 M6 18 20 133 332

26100-02002555 steel 20 M6 18 25 90 270

26100-02501055 steel 25 M6 18 10 800 800

26100-02501555 steel 25 M6 18 15 294 441

26100-02502055 steel 25 M6 18 20 200 500

26100-02502555 steel 25 M6 18 25 94 282

26100-02503055 steel 25 M6 18 30 70 280

26100-03001555 steel 30 M8 23 15 587 880

26100-03002055 steel 30 M8 23 20 318 795

26100-03002555 steel 30 M8 23 25 183 549

26100-03003055 steel 30 M8 23 30 150 600

26100-03004055 steel 30 M8 23 40 77 385

26100-04001555 steel 40 M8 23 15 1250 1875

26100-04002055 steel 40 M8 23 20 565 1412

26100-04003055 steel 40 M8 23 30 300 1200

26100-04004055 steel 40 M8 23 40 189 945

26100-05002055 steel 50 M10 28 20 1300 3250

26100-05002555 steel 50 M10 28 25 667 2000

26100-05003055 steel 50 M10 28 30 500 2000

26100-05004055 steel 50 M10 28 40 300 1500

26100-05005055 steel 50 M10 28 50 193 1153

26100-06004055 steel 60 M10 28 40 377 1885

26100-07004555 steel 70 M10 28 45 410 2255

26100-07502555 steel 75 M12 37 25 1655 4965

26100-07504055 steel 75 M12 37 40 717 3585

26100-07505055 steel 75 M12 37 50 470 2820

26100-07505555 steel 75 M12 37 55 405 2835

26100-015015551 stainless steel 15 M4 12 15 59 88

26100-020015551 stainless steel 20 M6 18 15 200 300

26100-025020551 stainless steel 25 M6 18 20 200 500

26100-030020551 stainless steel 30 M8 23 20 318 795

26100-030025551 stainless steel 30 M8 23 25 183 549

26100-040030551 stainless steel 40 M8 23 30 300 1200

Material:
Metal parts steel grade 5.6 or stainless steel.
Elastomer natural rubber, medium hardness, Shore 55A. 

Version:
Steel electro zinc-plated. 
Stainless steel bright. 

Sample order:
nlm 26100-00800855 

Note:
The rubber buffers are widely-used construction elements 
for elastic mounting. They are used, among other things, 
as mountings for aggregates, motors, compressors, 
pumps and testing machinery. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
steel or stainless steel, type A
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 Order No. D D1 H G L Spring stiffness  Load 
       N/mm N
         

 26101-01001057 10 8 10 M4 13 31 37

 26101-01501557 15 12 15 M4 13 71 135

 26101-02001557 20 14 15 M6 18 177 283

 26101-03002057 30 22 20 M8 23 212 763

 26101-04003057 40 33 30 M8 23 202 1111

 26101-04004857 40 20 48 M8 23 101 626

 26101-05003057 50 40 30 M10 28 351 1229

 26101-07504057 75 50 40 M12 37 466 2330

Material:
Metal parts, steel, grade 5.6.
Elastomer natural rubber, medium hardness, Shore 57A. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26101-01001057 

Note:
These rubber buffers are widely used construction elements 
for elastic mounting. They are used, among other things, as 
mountings for aggregates, motors, compressors, pumps and 
testing machinery.
Rubber buffers with tapered rubber contour reduce high edge 
loads of the rubber by radial deflection and so increase the 
components service life. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
type AT tapered
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Order No. Main D H G L T Spring stiffness Load 
material      N/mm N

        

26102-00800855 steel 8 8 M3 6 3 35 17

26102-01001055 steel 10 10 M4 10 4 75 75

26102-01001555 steel 10 15 M4 10 4 50 60

26102-01500855 steel 15 10 M4 10 4 130 130

26102-01501555 steel 15 15 M4 10 4 100 120

26102-02001555 steel 20 15 M6 18 6 325 390

26102-02002055 steel 20 20 M6 18 6 130 260

26102-02002555 steel 20 25 M6 18 6 95 210

26102-02501555 steel 25 15 M6 18 6 333 399

26102-02502055 steel 25 20 M6 18 6 195 410

26102-02502555 steel 25 25 M6 18 6 117 257

26102-02503055 steel 25 30 M6 18 6 100 300

26102-03001555 steel 30 15 M8 23 8 590 708

26102-03002055 steel 30 20 M8 23 8 280 560

26102-03002555 steel 30 25 M8 23 8 180 396

26102-03003055 steel 30 30 M8 23 8 168 504

26102-03004055 steel 30 40 M8 23 8 88 308

26102-04002055 steel 40 20 M8 23 8 700 840

26102-04003055 steel 40 30 M8 23 8 273 820

26102-04004055 steel 40 40 M8 23 8 189 660

26102-05002055 steel 50 20 M10 28 10 1471 2500

26102-05002555 steel 50 25 M10 28 10 630 1386

26102-05003055 steel 50 30 M10 28 10 545 1635

26102-05004055 steel 50 40 M10 28 10 310 1116

26102-05005055 steel 50 50 M10 28 10 180 900

26102-06004055 steel 60 40 M10 28 10 500 1750

26102-07004555 steel 70 45 M10 28 10 600 2400

26102-07502555 steel 75 25 M12 37 12 2440 3660

26102-07504055 steel 75 40 M12 37 12 700 2450

26102-07505055 steel 75 50 M12 37 12 520 2600

26102-07505555 steel 75 55 M12 37 12 396 2178

26102-008008551 stainless steel 8 8 M3 8 3 35 17

26102-010010551 stainless steel 10 10 M4 10 4 75 75

26102-015010551 stainless steel 15 10 M4 10 4 - -

26102-020020551 stainless steel 20 20 M6 18 6 130 260

26102-025020551 stainless steel 25 20 M6 18 6 195 410

26102-030020551 stainless steel 30 20 M8 23 8 280 560

26102-040020551 stainless steel 40 20 M8 23 8 700 840

Material:
Metal parts steel grade 5.6 or stainless steel.
Elastomer natural rubber, medium hardness, Shore 55A. 

Version:
Steel electro zinc-plated. 
Stainless steel bright. 

Sample order:
nlm 26102-00800855 

Note:
Rubber buffers are widely-used construction elements 
for elastic mounting. They are used, among other things, 
as mountings for aggregates, motors, compressors, 
pumps and testing machinery. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
steel or stainless steel, type B
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Material:
Metal parts 1.4401 stainless steel.
Elastomer natural rubber, medium hardness Shore 55A, 
grey. 

Version:
Stainless steel bright. 

Sample order:
nlm 26102-01-00800855 

Note:
Rubber buffers are widely-used construction elements for 
elastic mounting. They are used, among other things, as 
mountings for aggregates, motors, compressors, pumps 
and testing machinery. 

Temperature range:
-30 °C to +80 °C 

On request:
Metal parts 1.4301 stainless steel. 

Rubber buffers 
stainless steel, type B

 Order No. D H G L T Spring stiffness  Load 
       N/mm N
        

 26102-01-00800855 8 8 M3 6 3 35 17

 26102-01-01001055 10 10 M4 10 4 75 75

 26102-01-01001555 10 15 M4 10 4 50 60

 26102-01-01501055 15 10 M4 10 4 130 130

 26102-01-01501555 15 15 M4 10 4 100 120

 26102-01-02001555 20 15 M6 18 5 325 390

 26102-01-02002055 20 20 M6 18 5 130 260

 26102-01-02002555 20 25 M6 18 5 95 210

 26102-01-02501555 25 15 M6 18 5 333 399

 26102-01-02502055 25 20 M6 18 5 195 410

 26102-01-02502555 25 25 M6 18 5 117 257

 26102-01-02503055 25 30 M6 18 5 100 300

 26102-01-03001555 30 15 M8 23 7 590 708

 26102-01-03002055 30 20 M8 23 7 280 560

 26102-01-03002555 30 25 M8 23 7 180 396

 26102-01-03003055 30 30 M8 23 7 168 504

 26102-01-03004055 30 40 M8 23 7 88 308

 26102-01-04002055 40 20 M8 23 7 700 840

 26102-01-04003055 40 30 M8 23 7 273 820

 26102-01-04004055 40 40 M8 23 7 189 660

 26102-01-05002055 50 20 M10 28 8 1471 2500

 26102-01-05002555 50 25 M10 28 8 630 1386

 26102-01-05003055 50 30 M10 28 8 545 1635

 26102-01-05004055 50 40 M10 28 8 310 1116

 26102-01-05005055 50 50 M10 28 8 180 900

 26102-01-06004055 60 40 M10 28 8 500 1750

 26102-01-07004555 70 45 M10 28 8 600 2400

 26102-01-07502555 75 25 M12 37 10 2440 3660

 26102-01-07504055 75 40 M12 37 10 700 2450

 26102-01-07505055 75 50 M12 37 10 520 2600

 26102-01-07505555 75 55 M12 37 10 396 2178
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 Order No. D H G T Spring stiffness  Load 
      N/mm N
       

 26103-00800855 8 8 M3 3 88 44

 26103-01501255 15 12 M4 4 165 182

 26103-01501555 15 15 M4 4 100 130

 26103-01502055 15 20 M4 4 75 113

 26103-02001555 20 15 M6 6 145 246

 26103-02002055 20 20 M6 6 94 216

 26103-02002555 20 25 M6 6 65 169

 26103-02501555 25 15 M6 6 270 540

 26103-02502555 25 25 M6 6 105 315

 26103-02503055 25 30 M6 6 85 281

 26103-02504055 25 40 M6 6 75 300

 26103-03001555 30 15 M8 8 545 491

 26103-03002555 30 25 M8 8 160 416

 26103-03003055 30 30 M8 8 125 425

 26103-03004055 30 40 M8 8 85 315

 26103-04002055 40 20 M8 8 550 660

 26103-04002555 40 25 M8 8 500 1000

 26103-04003055 40 30 M8 8 300 870

 26103-04004055 40 40 M8 8 260 1040

 26103-05002055 50 20 M10 10 860 860

 26103-05002555 50 25 M10 10 700 1400

 26103-05003055 50 30 M10 10 450 1575

 26103-05004055 50 40 M10 10 350 1400

 26103-05005055 50 50 M10 10 170 850

 26103-06003055 60 30 M10 10 700 1400

 26103-06004055 60 40 M10 10 400 1600

 26103-06005055 60 50 M10 10 240 1200

 26103-07004255 70 42 M10 10 520 2600

 26103-07004555 70 45 M10 10 680 3060

 26103-07502555 75 25 M12 12 1211 1816

 26103-07503055 75 30 M12 12 1090 2289

 26103-07504055 75 40 M12 12 500 2000

 26103-07505055 75 50 M12 12 550 2750

Material:
Metal parts steel, grade 5.6.
Elastomer natural rubber, medium hardness, Shore 55A. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26103-00800855 

Note:
Rubber buffers are widely-used construction elements for 
elastic mounting. They are used, among other things, as 
mountings for aggregates, motors, compressors, pumps 
and testing machinery. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
type E
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Material:
Metal parts 1.4401 stainless steel.
Elastomer natural rubber, medium hardness Shore 55A, 
grey. 

Version:
Stainless steel bright. 

Sample order:
nlm 26103-01-00800855 

Note:
Rubber buffers are widely-used construction elements for 
elastic mounting. They are used, among other things, as 
mountings for aggregates, motors, compressors, pumps 
and testing machinery. 

Temperature range:
-30 °C to +80 °C 

On request:
Metal parts 1.4301 stainless steel. 

Rubber buffers 
stainless steel, type E

Order No. D H G T Spring stiffness Load 
    N/mm N
     

26103-01-00800855 8 8 M3 3 88 44

26103-01-01501255 15 12 M4 4 165 182

26103-01-01501555 15 15 M4 4 100 130

26103-01-01502055 15 20 M4 4 75 113

26103-01-02001555 20 15 M6 5 145 246

26103-01-02002055 20 20 M6 5 94 216

26103-01-02002555 20 25 M6 5 65 169

26103-01-02501555 25 15 M8 7 270 540

26103-01-02502555 25 25 M8 7 105 315

26103-01-02503055 25 30 M8 7 85 281

26103-01-02504055 25 40 M8 7 75 300

26103-01-03001555 30 15 M8 7 545 491

26103-01-03002555 30 25 M8 7 160 416

26103-01-03003055 30 30 M8 7 125 425

26103-01-03004055 30 40 M8 7 85 315

26103-01-04002055 40 20 M8 7 550 660

26103-01-04002555 40 25 M8 7 500 1000

26103-01-04003055 40 30 M8 7 300 870

26103-01-04004055 40 40 M8 7 260 1040

26103-01-05002055 50 20 M10 8 860 860

26103-01-05002555 50 25 M10 8 700 1400

26103-01-05003055 50 30 M10 8 450 1575

26103-01-05004055 50 40 M10 8 350 1400

26103-01-05005055 50 50 M10 8 170 850

26103-01-06003055 60 30 M10 8 700 1400

26103-01-06004055 60 40 M10 8 400 1600

26103-01-06005055 60 50 M10 8 240 1200

26103-01-07004255 70 42 M10 8 520 2600

26103-01-07004555 70 45 M10 8 680 3060

26103-01-07502555 75 25 M12 10 1211 1816

26103-01-07503055 75 30 M12 10 1090 2289

26103-01-07504055 75 40 M12 10 500 2000

26103-01-07505055 75 50 M12 10 550 2750
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 Order No. Main D H G T Spring stiffness  Load 
   material     N/mm N
         

 26104-01001055 steel 10 10 M4 4 100 50

 26104-01001555 steel 10 15 M4 4 50 50

 26104-01501555 steel 15 15 M4 4 100 100

 26104-02002055 steel 20 20 M6 6 230 276

 26104-02002555 steel 20 25 M6 6 120 180

 26104-02502055 steel 25 20 M6 6 230 276

 26104-02502555 steel 25 25 M6 6 110 165

 26104-02503055 steel 25 30 M6 6 80 160

 26104-03002055 steel 30 20 M8 8 425 637

 26104-03003055 steel 30 30 M8 8 175 350

 26104-03004055 steel 30 40 M8 8 133 400

 26104-04003055 steel 40 30 M8 8 530 1060

 26104-04004055 steel 40 40 M8 8 222 666

 26104-05003055 steel 50 30 M10 10 680 1360

 26104-05004055 steel 50 40 M10 10 333 1000

 26104-05005055 steel 50 50 M10 10 190 665

 26104-07504055 steel 75 40 M12 12 750 2250

 26104-07505055 steel 75 50 M12 12 636 2225

 26104-010010551 stainless steel 10 10 M4 4 100 50

 26104-015015551 stainless steel 15 15 M4 4 100 100

 26104-020020551 stainless steel 20 20 M6 6 230 276

 26104-025025551 stainless steel 25 25 M6 6 110 165

 26104-030020551 stainless steel 30 20 M8 8 425 637

 26104-030030551 stainless steel 30 30 M8 8 175 350

 26104-040030551 stainless steel 40 30 M8 8 530 1060

Material:
Metal parts steel grade 5.6 or stainless steel.
Elastomer natural rubber, medium hardness, Shore 55A. 

Version:
Steel electro zinc-plated. 
Stainless steel bright. 

Sample order:
nlm 26104-01001055 

Note:
The rubber buffers are widely-used construction 
elements for elastic mounting. They are used, among 
other things, as mountings for aggregates, motors, 
compressors, pumps and testing machinery. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
steel or stainless steel, type C
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Order No. D H G T Spring stiffness Load 
    N/mm N
     

26104-01-01001055 10 10 M4 4 100 50

26104-01-01001555 10 15 M4 4 50 50

26104-01-01501555 15 15 M4 4 100 100

26104-01-02002055 20 20 M6 5 230 276

26104-01-02002555 20 25 M6 5 120 180

26104-01-02502055 25 20 M6 5 230 276

26104-01-02502555 25 25 M6 5 110 165

26104-01-02503055 25 30 M6 5 80 160

26104-01-03002055 30 20 M8 7 425 637

26104-01-03003055 30 30 M8 7 175 350

26104-01-03004055 30 40 M8 7 133 400

26104-01-04003055 40 30 M8 7 530 1060

26104-01-04004055 40 40 M8 7 222 666

26104-01-05003055 50 30 M10 8 680 1360

26104-01-05004055 50 40 M10 8 333 1000

26104-01-05005055 50 50 M10 8 190 665

26104-01-07504055 75 40 M12 10 750 2250

26104-01-07505055 75 50 M12 10 636 2225

Material:
Metal parts 1.4401 stainless steel.
Elastomer natural rubber, medium hardness Shore 55A, grey. 

Version:
Stainless steel bright. 

Sample order:
nlm 26104-01-01001055 

Note:
The rubber buffers are widely-used construction elements 
for elastic mounting. They are used, among other things, as 
mountings for aggregates, motors, compressors, pumps and 
testing machinery. 

Temperature range:
-30 °C to +80 °C 

On request:
Metal parts 1.4301 stainless steel. 

Rubber buffers 
stainless steel, type C
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 Order No. D D1 H G T Spring stiffness  Load 
       N/mm N
         

 26105-01501557 15 12 15 M4 4 111 122

 26105-02001557 20 14 15 M6 6 227 227

 26105-03002057 30 22 20 M8 8 252 504

 26105-04003057 40 33 30 M8 8 199 796

 26105-04004857 40 20 48 M8 8 111 555

 26105-05003057 50 40 30 M10 10 499 998

 26105-07504057 75 50 40 M12 12 597 2030

Material:
Metal parts, steel, grade 5.6.
Elastomer natural rubber, medium hardness, Shore 57A. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26105-01001057 

Note:
These rubber buffers are widely used construction 
elements for elastic mounting. They are used, among 
other things, as mountings for aggregates, motors, 
compressors, pumps and testing machinery.
Rubber buffers with tapered rubber contour reduce high 
edge loads of the rubber by radial deflection and so 
increase the components service life. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
type CT tapered
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 Order No. Main D H G L Spring stiffness  Load 
   material     N/mm N
         

 26106-00800855 steel 8 8 M3 6 40 40

 26106-01001055 steel 10 10 M4 10 35 35

 26106-01001555 steel 10 15 M4 10 26 40

 26106-01500655 steel 15 6 M4 10 175 88

 26106-01500855 steel 15 8 M4 10 187 187

 26106-01501055 steel 15 10 M4 10 100 100

 26106-01501555 steel 15 15 M4 10 50 100

 26106-02000555 steel 20 5 M6 18 135 95

 26106-02000855 steel 20 8 M6 18 250 250

 26106-02001055 steel 20 10 M6 18 240 240

 26106-02001555 steel 20 15 M6 18 110 220

 26106-02002055 steel 20 20 M6 18 75 225

 26106-02002555 steel 20 25 M6 18 65 227,5

 26106-02500855 steel 25 8 M6 18 850 850

 26106-02501055 steel 25 10 M6 18 400 400

 26106-02501555 steel 25 15 M6 18 210 420

 26106-02502055 steel 25 20 M6 18 140 420

 26106-02502555 steel 25 25 M6 18 100 350

 26106-02503055 steel 25 30 M6 18 79 316

 26106-03001555 steel 30 15 M8 23 270 540

 26106-03002055 steel 30 20 M8 23 238 714

 26106-03002555 steel 30 25 M8 23 153 535,5

 26106-03003055 steel 30 30 M8 23 127 508

 26106-03004055 steel 30 40 M8 23 88 528

 26106-04001555 steel 40 15 M8 23 710 1420

 26106-04002055 steel 40 20 M8 23 365 1095

 26106-04003055 steel 40 30 M8 23 205 820

 26106-04004055 steel 40 40 M8 23 143 858

 26106-05002055 steel 50 20 M10 28 646 1938

 26106-05003055 steel 50 30 M10 28 354 1416

 26106-05004055 steel 50 40 M10 28 230 1380

 26106-05005055 steel 50 50 M10 28 160 1280

 26106-06004055 steel 60 40 M10 28 317 1902

 26106-07002555 steel 70 25 M10 28 980 3430

 26106-07004555 steel 70 45 M10 28 438 3066

 26106-07502555 steel 75 25 M12 37 1318 4613

 26106-07504055 steel 75 40 M12 37 643 3858

 26106-07505055 steel 75 50 M12 37 472 3776

 26106-07505555 steel 75 55 M12 37 310 3100

 26106-008008551 stainless steel 8 8 M3 8 40 40

 26106-010010551 stainless steel 10 10 M4 10 35 35

 26106-015015551 stainless steel 15 15 M4 10 50 100

 26106-020015551 stainless steel 20 15 M6 18 110 220

 26106-025020551 stainless steel 25 20 M6 18 140 420

 26106-030030551 stainless steel 30 30 M8 23 127 508

 26106-040030551 stainless steel 40 30 M8 23 205 820

Material:
Metal parts steel grade 5.6 or stainless steel.
Elastomer natural rubber, medium hardness, Shore 55A. 

Version:
Steel electro zinc-plated. 
Stainless steel bright. 

Sample order:
nlm 26106-00800855 

Note:
Rubber buffers are used, among other things for 
mounting aggregates and as elastic buffers to limit the 
travel of moving masses or as feet that are not firmly 
fixed in the floor or where the floor is sensitive i.e. office 
equipment. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
steel or stainless steel, type D
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 Order No. D H G L Spring stiffness  Load 
      N/mm N
       

 26106-01-00800855 8 8 M3 6 40 40

 26106-01-01001055 10 10 M4 10 35 35

 26106-01-01001555 10 15 M4 10 26 40

 26106-01-01500855 15 8 M4 10 187 187

 26106-01-01501055 15 10 M4 10 100 100

 26106-01-02000855 20 8 M6 18 250 250

 26106-01-02001055 20 10 M6 18 240 240

 26106-01-02001555 20 15 M6 18 110 220

 26106-01-02002055 20 20 M6 18 75 225

26106-01-02500855 25 8 M6 18 850 850

 26106-01-02501055 25 10 M6 18 400 400

 26106-01-02501555 25 15 M6 18 210 420

 26106-01-02502055 25 20 M6 18 140 420

 26106-01-02502555 25 25 M6 18 100 350

 26106-01-03001555 30 15 M8 23 270 540

 26106-01-03002055 30 20 M8 23 238 714

 26106-01-03003055 30 30 M8 23 127 508

 26106-01-03004055 30 40 M8 23 88 528

 26106-01-04001555 40 15 M8 23 710 1420

26106-01-04002055 40 20 M8 23 365 1095

 26106-01-04003055 40 30 M8 23 205 820

 26106-01-05002055 50 20 M10 28 646 1938

 26106-01-05003055 50 30 M10 28 354 1416

 26106-01-05004055 50 40 M10 28 230 1380

Material:
Metal parts 1.4401 stainless steel.
Elastomer natural rubber, medium hardness Shore 55A, 
grey. 

Version:
Stainless steel bright. 

Sample order:
nlm 26106-01-00800855 

Note:
Rubber buffers are used, among other things for mounting 
aggregates and as elastic buffers to limit the travel of 
moving masses or as feet that are not firmly fixed in the 
floor or where the floor is sensitive i.e. office equipment. 

Temperature range:
-30 °C to +80 °C 

On request:
Metal parts 1.4301 stainless steel. 

Rubber buffers 
stainless steel, type D
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Material:
Metal parts, steel, grade 5.6.
Elastomer natural rubber, medium hardness, Shore 57A. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26107-01501457 

Note:
Rubber buffers are used, among other things for mounting 
aggregates and as elastic buffers to limit the travel of 
moving masses. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Material:
Elastomer, natural rubber, medium hardness, 60 Shore A 

Sample order:
nlm 26108-02601560 

Note:
Screw on rubber impact buffers can also be used as 
equipment or machine feet. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
type DS suction foot

Rubber impact buffers 
type TP door buffer

 Order No. D H G L Spring stiffness  Load 
       N/mm N
        

 26107-01501457 15 14 M4 13 50 100

 26107-02501857 25 18,5 M6 18 95 285

 26107-03002857 30 28,5 M8 23 97 340

 26107-04002857 40 28 M8 23 120 480

 26107-05002857 50 28 M10 28 220 990

 26107-07003057 70 30 M10 28 360 2160

 26107-07503757 75 37 M12 37 390 3510

 26107-10005057 100 50 M16 42 540 8100

 Order No. D D1 D2 H H1
      
      

 26108-02601560 26 4 12 15 9

 26108-03002260 30 7 11 21 5

 26108-03503060 35 8 17 30 10

 26108-04003560 40 7 20 35 8
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 Order No. D H G L Spring stiffness  Load 
       N/mm N
        

 26110-02002455 20 24 M6 18 14 500

 26110-03003655 30 36 M8 20 15 750

 26110-03504055 35 40 M8 23 16 1750

 26110-05005855 50 58 M10 28 30 3000

 26110-05006755 50 67 M8 38 30 3200

 26110-07508955 75 89 M12 37 50 8000

Material:
Metal parts steel, grade 5.6.
Elastomer natural rubber, medium hardness, Shore 55A. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26110-02002455 

Note:
Rubber buffers are robust and effective elastic 
cushioning elements and shock absorbers. These 
buffers are ideal for elastic travel limitation and 
cushioning knocks by mobile and immobile aggregates 
and machines and as use as door stops. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
parabolic
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Material:
Metal parts steel, grade 5.6.
Elastomer natural rubber, medium hardness, Shore 55A. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26112-02501755 

Note:
Rubber buffers are robust and effective elastic cushioning 
elements and shock absorbers. These buffers are ideal for 
elastic travel limitation and cushioning knocks by mobile 
and immobile aggregates and machines and as use as 
door stops. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Material:
Metal parts steel, grade 5.6.
Elastomer natural rubber, medium hardness, Shore 55A. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26115-05003555 

Note:
Rubber buffers are robust and effective elastic cushioning 
elements and shock absorbers. These buffers are ideal for 
elastic travel limitation and cushioning knocks by mobile 
and immobile aggregates and machines and as use as 
door stops. 

Temperature range:
-30 °C to +80 °C 

On request:
Other Shore grades. 

Rubber buffers 
conical

Rubber buffers 
spherical

 Order No. D H G L Spring stiffness  Load 
       N/mm N
        

 26112-02501755 25 17 M6 18 3,7 678

 26112-05001855 50 18 M10 28 4 3600

 Order No. D H G T Spring stiffness  Load 
       N/mm N
        

 26115-05003555 50 35 M10 10 120 3000

 26115-08006055 80 60 M12 12 150 11000

 26115-12509055 125 93 M16 16 200 20000
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26120

 Order No. A A1 B D H L L1 S F1
          N
          

 26120-02501904557 68,6 - 25* 6,5 19 84 45 3 500

 26120-05003507057 100 - 50 8,5 35 130 70 5 3100

 26120-05007007057 100 - 50 8,5 70 130 70 5 2500

 26120-10004512057 160 50 100 13 45 200 120 10 14000

 26120-10008012057 160 50 100 13 80 200 120 10 8500

 26120-12004515057 200 60 120 15 45 250 150 10 18000

 26120-15005020057 250 80 150 17 50 300 200 15 34000

Material:
Steel.
Elastomer, natural rubber, medium hardness, Shore 57A. 

Version:
Steel, painted black. 
(26120-02501904557, 26120-05003507057 and 
26120-10004512057 electro zinc-plated). 

Sample order:
nlm 26120-02501904557 

Note:
For absorbing large impact forces and supporting heavy 
weights.

The indicated load data apply for static long-term 
loading on rubber with a Shore hardness 57A.

* Metal part 30 mm wide. 

Temperature range:
-30 °C to +80 °C 

Rubber-metal impact buffer rails
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26130

 Order No. B B1 D D1 G H L F1
         N
         

 26130-01201257 9,5 9,5 10 6 M4 12,5 10 8

 26130-01401757 13 6 14 6 M4 17 10 18

 26130-02503057 20 12 25 12 M5 30 10 55

Material:
Metal parts, steel, grade 5.6.
Elastomer natural rubber, medium hardness, Shore 57A. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26130-01201257 

Note:
O-shapes mounts have a very soft spring characteristic, 
which is why they are also called low-frequency supports. 
They serve for low-vibration support of instruments, 
and electrical components, as well as for mounting light 
assemblies and precision mechanical equipment.

The spring characteristic of the O-shaped mounts 
increases in the order X, Y and Z. The main load direction is 
the longitudinal axis of the threaded bolts (Z direction). 

Temperature range:
-30 °C to +80 °C 

O-shaped mounts
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Material:
Isolating medium Neoprene.
External body steel. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26131-31831845 

Note:
The two-part connection isolators are used to create a stable connection or 
efficient decoupling of machines or systems to adjacent components.

A load range of 10 to 285 kg can be covered. 

The dimension H, is the height of the connecting isolators when installed.

Product hardness colour coding.
Yellow dot = Shore 35.
Red dot = Shore 45.
Green dot = Shore 55.
Blue dot = Shore 65.
White dot = Shore 75. 

Application:
The lower part of the connecting isolator (P2) is pressed into the hole (D3) 
of the plate (P3). The plate P3 is in most cases the base plate on which 
the machine or system is mounted. Next, the upper part of the connecting 
isolator (P1) is pushed onto the lower part (P2). Finally, the connecting 
isolators and the base plate are screwed to the floor or another component 
using appropriate screws. It is recommended to place a washer between 
the upper part (P1) and the screw to protect the neoprene from the thread. 
The washer 07305-12 is recommended for the connecting isolators with D= 
31.8 mm and the washer 07305-18 for the connecting insulators with D= 
47.5 mm. The connecting isolators can be screwed on both vertically and 
horizontally. However, the different load ratings must be taken into account. 

Temperature range:
-30 °C to +80 °C. 

Attention:
-  The temperature range must not be exceeded, otherwise the full function 

cannot be guaranteed.
- Not resistant to harsh cleaning agents, petrol and oils.
-  To prevent damage to the neoprene, contact with sharp objects should be 

avoided.
-  The height H must be maintained during installation to so that the 

connection isolator does not fall out. 

Attention:
The prescribed height of the base plate/side plate used (H2/H3) should be 
observed for optimum utilisation of the connecting isolators. 

Neoprene connecting isolators, two-piece
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26131

	 Order No.	 D	 D1	 D2	 D3	 H	 H1	 H2	 H3	 Shore grade	 R	 F (height H2) =	 F1 (height H2) = 
	 	  										          axial load	 radial load 
	 	  											         

	 26131-31831835	 31,8	 9,9	 19,8	 19	 31,8	 12,7	 9,4	 -	 35+5	 0,75	 20	 10

	 26131-31831845	 31,8	 9,9	 19,8	 19	 31,8	 12,7	 9,4	 -	 45+5	 0,75	 40	 15

	 26131-31831855	 31,8	 9,9	 19,8	 19	 31,8	 12,7	 9,4	 -	 55+5	 0,75	 65	 20

	 26131-31831865	 31,8	 9,9	 19,8	 19	 31,8	 12,7	 9,4	 -	 65+5	 0,75	 115	 25

	 26131-31831875	 31,8	 9,9	 19,8	 19	 31,8	 12,7	 9,4	 -	 75+5	 0,75	 140	 30

	 26131-47549335	 47,5	 13,5	 33,3	 31,8	 49,3	 19,8	 12,7	 14,2	 35+5	 1,5	 30	 20

	 26131-47549345	 47,5	 13,5	 33,3	 31,8	 49,3	 19,8	 12,7	 14,2	 45+5	 1,5	 55	 40

	 26131-47549355	 47,5	 13,5	 33,3	 31,8	 49,3	 19,8	 12,7	 14,2	 55+5	 1,5	 75	 60

	 26131-47549365	 47,5	 13,5	 33,3	 31,8	 49,3	 19,8	 12,7	 14,2	 65+5	 1,5	 120	 80

	 26131-47549375	 47,5	 13,5	 33,3	 31,8	 49,3	 19,8	 12,7	 14,2	 75+5	 1,5	 175	 130

	 Order No.	 F (height H3) =	 F1 (height H3) =	 Frequency Hz	 Frequency Hz	 Torque Nm 	 Torque Nm  
	  	 axial load	 radial load	 (height H2)	 (height H3)	 (height H2)	 (height H3) 
	  						    

	 26131-31831835	 -	 -	 15	 -	 10	 -

	 26131-31831845	 -	 -	 15	 -	 10	 -

	 26131-31831855	 -	 -	 15	 -	 10	 -

	 26131-31831865	 -	 -	 15	 -	 10	 -

	 26131-31831875	 -	 -	 15	 -	 10	 -

	 26131-47549335	 60	 25	 15	 12	 13	 14

	 26131-47549345	 80	 30	 15	 12	 13	 14

	 26131-47549355	 110	 40	 15	 12	 13	 14

	 26131-47549365	 175	 75	 15	 12	 13	 14

	 26131-47549375	 285	 125	 15	 12	 13	 14

Neoprene connecting isolators, two-piece
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26150

Order No. Main B H L Density Permanent Dynamic 
colour    (kg/m³) static load load range 

      (N/mm²) (N/mm²)

26150-100125165 red 100 12,5 100 165 0,010 0,016

26150-100250165 red 100 25 100 165 0,010 0,016

26150-100125460 green 100 12,5 100 460 0,170 0,260

26150-100250460 green 100 25 100 460 0,170 0,260

26150-1001251000 bordeaux 100 12,5 100 1000 1,900 2,800

26150-1002501000 bordeaux 100 25 100 1000 1,900 2,800

26150-200125165 red 200 12,5 200 165 0,010 0,016

26150-200250165 red 200 25 200 165 0,010 0,016

26150-200125460 green 200 12,5 200 460 0,170 0,260

26150-200250460 green 200 25 200 460 0,170 0,260

26150-2001251000 bordeaux 200 12,5 200 1000 1,900 2,800

26150-2002501000 bordeaux 200 25 200 1000 1,900 2,800

Material:
Polyether-urethane. 

Version:
Cellular polyether-urethane. 

Sample order:
nlm 26150-100250165 

Note:
The damping plates are made of cellular polyether-
urethane and can effectively absorb shock loads and 
continuous loads. 

The damping plates can be machined afterwards to 
adjust their dimensions.
A number of damping plates can be placed side by 
side to increase the damping surface area.

Red = soft.
Green = medium.
Bordeaux = hard. 

Temperature range:
-30 °C to +70 °C 

On request:
Other thicknesses. 

Damping plates
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26180

Material:
Co-polyester elastomer. 

Version:
Material hardness Shore 55D. 

Sample order:
nlm 26180-01205 

Note:
Suitable for emergency stop and continuous use
Energy reduction: 58% to 73%
Dynamic force absorption: 870 N to 35190 N
Impact velocity: max. 5 m/s.

The profile dampers are maintenance-free and are 
supplied ready to install with a special fastening screw.

Environment: Resistant to microbes, sea water, chemicals 
and with very good UV and ozone resistance. No water 
absorption or maceration.

Fastening screws: Special cap screws with hex sockets, 
material 44SMn28 (free-cutting steel SAE 1144) electro 
zinc-plated:
M6x9, M6x10, M8x14, M12x18, M16x26
ISO 4762 cap screws with hex sockets - 8.8 steel, black:
M3x6, M4x8**, M5x10**

** With DIN 125 washer, electro zinc-plated steel. 

Application:
Linear slides and linear guides, pneumatic cylinders, 
handling equipment, machines and plants 

Temperature range:
-40 °C to +90 °C 

Assembly:
Mounting position: any.
Secure fastening screws with Loctite thread lock. 

Profile dampers 
axial damping

Order No. C D D1 D2 G H L max. energy absorption max. energy absorption Tightening 
(travel)       Nm per stroke Nm per stroke torque of 

      by permanent load by emergency stop screws Nm

26180-01205 5 12 11 15 M3 11 3 2 3 1

26180-01707 7 17 15 22 M4 16 4 6 9 1,7

26180-02109 9 21 18 26 M5 18 5 10 16 2,3

26180-02210 10 22 19 27 M6 19 6 11,5 21 6

26180-02812 12 28 25 36 M6 26 6 29 46 6

26180-03414 14 34 30 43 M6 30 6 48 87 6

26180-03716 16 37 33 48 M6 33 6 65 112 6

26180-04016 16 40 34 50 M8 35 8 82 130 20

26180-04318 18 43 38 55 M8 38 8 112 165 20

26180-04720 20 47 41 60 M12 41 12 140 173 50

26180-05022 22 50 44 64 M12 45 12 170 223 50

26180-05422 22 54 47 68 M12 47 12 201 334 50

26180-05724 24 57 50 73 M12 51 12 242 302 50

26180-06225 25 62 53 78 M12 54 12 304 361 50

26180-06527 27 65 57 82 M12 58 12 374 468 50

26180-07029 29 70 60 86 M12 61 12 421 524 50

26180-07231 31 72 63 91 M16 65 16 482 559 120

26180-08032 32 80 69 100 M16 69 16 570 831 120
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 Order No. C  D D1 D2 G H L max. energy absorption  max. energy absorption  Tightening 
 (travel)        Nm per stroke  Nm per stroke  torque of 
          by permanent load by emergency stop screws Nm

 26182-01407 7 14 13 19 M4 15 4 2 3 1,7

 26182-01809 9 18 16 24 M5 18 5 4 6 2,3

26182-02010 10 20 19 27 M6 21 6 6 7 6

 26182-02615 15 26 25 37 M6 28 6 11,5 15 6

 26182-03216 16 32 30 44 M6 32 6 23 26 6

 26182-03519 19 35 33 48 M6 36 6 30 36 6

 26182-04019 19 40 34 51 M6 38 6 34 42 6

 26182-04121 21 41 38 55 M12 41 12 48 63 50

 26182-04423 23 44 40 60 M12 45 12 63 72 50

 26182-04825 25 48 44 64 M12 49 12 81 91 50

 26182-05127 27 51 47 69 M12 52 12 92 114 50

 26182-05429 29 54 50 73 M12 55 12 122 158 50

26182-05830 30 58 53 78 M12 59 12 149 154 50

 26182-06132 32 61 56 83 M16 62 16 163 169 120

 26182-06434 34 64 60 87 M16 66 16 208 254 120

Material:
Co-polyester elastomer. 

Version:
Material hardness Shore 40D. 

Sample order:
nlm 26182-01407 

Note:
Suitable for emergency stop and continual use.
Energy reduction: 35% to 64%.
Dynamic force absorption: 533 N to 10110 N
Impact velocity: max. 5 m/s.

The profile dampers are maintenance-free and are 
supplied ready to install with a special fastening screw.

Environment: Resistant to microbes, sea water, 
chemicals and with very good UV and ozone resistance. 
No water absorption or maceration. 

Application:
Linear slides and linear guides, pneumatic cylinders, 
handling equipment, machines and plants 

Temperature range:
-40 °C to +90 °C 

Assembly:
Mounting position: any.
Secure fastening screws with Loctite thread lock. 

Profile damper 
axial damping, soft version
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26184

Material:
Co-polyester elastomer. 

Version:
Material hardness Shore 40D. 

Sample order:
nlm 26184-02917 

Note:
Suitable for emergency stop and continual use.
Energy reduction: 25% to 45%.
Dynamic force absorption: 218 N to 3730 N
Impact velocity: max. 5 m/s.

The profile dampers are maintenance-free and are 
supplied ready to install with a special fastening screw.

Environment: Resistant to microbes, sea water, 
chemicals and with very good UV and ozone resistance. 
No water absorption or maceration. 

Application:
Linear slides and linear guides, pneumatic cylinders, 
furniture industry, machines and plants. 

Temperature range:
-40 °C to +90 °C 

Assembly:
Mounting position: any.
Secure fastening screws with Loctite thread lock. 

Profile damper 
radial damping

 Order No. B C  D D1 G H L max. energy absorption  max. energy absorption  Tightening 
  (travel)       Nm per stroke  Nm per stroke  torque of 
          by permanent load by emergency stop screws Nm

 26184-02917 13 17 29 38 M5 25 5 1,2 1,8 3

 26184-03722 19 22 37 50 M5 32 5 2,3 5,4 3

26184-04325 20 25 43 58 M5 37 5 3,5 8,1 3

 26184-05035 34 35 50 68 M5 44 5 5,8 8,3 3

 26184-06343 43 43 63 87 M5 55 5 12 17 3

 26184-06740 46 40 67 88 M5 59 5 23 33 3

 26184-07646 46 46 76 102 M6 67 6 34,5 43 6

 26184-08350 51 50 83 109 M6 73 6 45 74 6

 26184-08550 68 50 85 111 M8 73 8 68 92 20

NLM_2022_Buch2.indb   771NLM_2022_Buch2.indb   771 23.11.2021   15:02:2223.11.2021   15:02:22

Distribuitor direct NORELEM pentru Romania: Best TOOLS SRL 
info@btools.ro |  0368.412.413 | www.btools.ro



772

L H B

D1 D G

C

26186

 Order No. B C  D D1 G H L max. energy absorption  max. energy absorption  Tightening 
  (travel)       Nm per stroke  Nm per stroke  torque of 
          by permanent load by emergency stop screws Nm

 26186-03015 13 15 30 38 M5 23 5 2,7 5,7 3

 26186-03919 19 19 39 50 M5 30 5 6 18 3

26186-04523 20 23 45 58 M5 36 5 8,7 24 3

 26186-05232 34 32 52 68 M5 42 5 11,7 20 3

 26186-06441 43 41 64 87 M5 53 5 25 46 3

 26186-06837 46 37 68 88 M5 56 5 66,5 98 3

 26186-07942 46 42 79 102 M6 64 6 81,5 106 6

 26186-08645 51 45 86 109 M6 69 6 124 206 6

Material:
Co-polyester elastomer. 

Version:
Material hardness Shore 55D. 

Sample order:
nlm 26186-03015 

Note:
Suitable for emergency stop and continual use.
Energy reduction: 39% to 62%.
Dynamic force absorption: 550 N to 7440 N
Impact velocity: max. 5 m/s.

The profile dampers are maintenance-free and are 
supplied ready to install with a special fastening screw.

Environment: Resistant to microbes, sea water, 
chemicals and with very good UV and ozone resistance. 
No water absorption or maceration. 

Application:
Linear slides and linear guides, pneumatic cylinders, 
furniture industry, machines and plants. 

Temperature range:
-40 °C to +90 °C 

Assembly:
Mounting position: any.
Secure fastening screws with Loctite thread lock. 

Profile damper 
radial damping, hard version
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nitrogen

end piece

cylinder

seal

piston rod

piston

F3

F4

F1

F2

5 5

FRin

out

total travel mm

H

D

G

F1 =

G = 25 kg, D = 300 mm, H = 150 mm, n = 2

x 13 [N]
H ∙ n
G ∙ D

F1 = x 13 = 325 N
150 ∙ 2
25 ∙ 300

F1

P

G   = hatch weight in kg

H   = e�ective lever arm of gas spring
         in mm, hatch open
13 = conversion factor kg          N +
         safety margin
P   = hatch fastening ca. 2/3 D
n   =  No. of gas springs
         (standard: n = 2)
D   = e�ective centre of gravity
         in mm, hatch open

Example:

Approximation formula for calculating the
thrust F1 [N] at 20 °C

Technical information for gas springs

Assembly position:
Gas pressure springs in the sizes 04/12 and 06/15 
should if possible always be assembled with the 
piston rod extending downward. In this way, optimal 
lubrication of the guide and the sealing system is 
ensured. For gas springs sized 08/19 and up the 
assembly position is discretionary. Keep in mind, 
however, that end-of-travel damping is effective only 
when the piston rod extends downward. In order to 
prevent increased loss of gas, gas springs cannot 
be subject to bending loads, tensile loads or lateral 
forces. Whenever possible, we recommend the use 
of ball head connections. 

The fitting and removal of gas springs may only be 
carried out in the no-load state. 

Gas springs may be used as an  end stop if the 
nominal force +30 % is not exceeded in the process. 
Gas springs must not be subjected to tensile stress.

Maintenance:
The gas springs are maintenance-free.
Lubrication or service is not required.

Temperature range:
-20 °C up to +80 °C.

Influence of temperature:
Nominal force is measured at 20 °C. 
Subject to physical conditions, the gas springs‘ force 
changes every 10 °C by 3.4 %.

Transport and storage:
Gas pressure springs in the sizes 04/12 and 06/15 
should be stored with the piston rod extending 
downward at an ambient temperature of approx. 
20 °C. As of size 08/19, storage in any orientation 
is possible. Actuate the gas springs after 6 months‘ 
storage at the latest. Storage of gas springs for a 
period of over 1 year should be avoided.

Valve:
The gas springs have a check valve inside the the 
pressure tube thread for subsequent increase and 
decrease of the nitrogen pressure.

Disposal
If gas springs are no longer needed, they must be 
disposed of in an environmentally responsible way. 
For this purpose, a hole is drilled at a suitable spot 
in order to release the compressed nitrogen gas and 
drain the oil contained in them. Our opening and 
disposal instructions are available at our website 
under the menu item Download.

Design and function principle of gas springs

Gas springs are hydropneumatic, self-contained and maintenance-free adjustment elements. Spring 
force F1 results from the internal pressure (maximum 160 bar on no-load) in the cylinder, which is 
produced by the nitrogen fill medium. This pressure on the gas spring acts on the cross-sectional area 
of the piston rod. The piston rod is always extended in the no-load state.

In the course of pushing the piston rod in, the volume in the cylinder is reduced and the gas is 
compressed.. By doing this, an increase in the force (progression) of the gas springs results subject to 
the diameter of the piston rod and the cylinder volume. Norelem gas springs contain an oil filling for 
lubrication and end-of-travel damping.

Gas spring characteristic in the force/distance diagram

When retracting the piston rod, additional frictional 
force FR develops due to the friction of the seals 
(this takes effect in the course of the entire motion):

F1 = nominal force at 20 °C
F2 = force in the pushed-in state
F3 = force at the beginning of the push-in motion
F4 = force at the end of the push-in motion

The approximation formula and application sketch shown below assist in providing a rough estimate 
and in selecting the appropriate gas spring from the standard programme.

Calculating push-out force F1
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27659
27659

27658

27657

27616

27618

27659

27658

27657

27616

27620

27659

27658

27657

27655

27628

27650

26200

Material:
Piston rod and pressure tube steel. 
Fill medium: oil, nitrogen. 

Version:
Piston rod, hard chromed. 
Piston rod Ø4 is stainless steel.
Pressure tube painted black. 

Sample order:
nlm 26200-0412030X20 (include extension force F1) 

Note:
Individual filled gas springs are excluded from replacement.
Gas springs are maintenance-free, self-contained systems 
that are filled with nitrogen under high pressure. For end-
of-travel damping and lubrication, a defined amount of oil is 
also contained inside. The gas springs contain a nonreturn 
valve in a threaded pin on the pressurised pipe, which 
allows the pushing force to be lowered at a later time.

Gas pressure springs in the sizes 04/12 and 06/15 must 
be stored and installed with the piston rod extending 
downwards. As of size 08/19, storage and installation in any 
orientation is possible. Keep in mind, however, that end-of-
travel damping is effective only when the piston rod extends 
downwards.
As a consequence of the physical properties when filling a 
gas spring, a tolerance range of ±5 % results for the rated 
pushing force.

Gas springs are filled with nitrogen under high pressure 
and under no circumstances should they be opened or 
overloaded. 

Gas springs
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26200

	 Order No.	 Size	 D	 D1	 D2	 Travel	 L	 L1	 Progression	 Extension force 
	  					     S			   %	 F1 
	  			   						      N

	 26200-0412030X	 04/12	 4	 12	 M3,5	 30	 92	 5	 20	 20/40/70/100/130/150/180

	 26200-0412040X	 04/12	 4	 12	 M3,5	 40	 112	 5	 20	 20/40/70/100/130/150/180

	 26200-0412050X	 04/12	 4	 12	 M3,5	 50	 132	 5	 20	 20/40/70/100/130/150/180

	 26200-0412060X	 04/12	 4	 12	 M3,5	 60	 152	 5	 20	 20/40/70/100/130/150/180

	 26200-0412070X	 04/12	 4	 12	 M3,5	 70	 172	 5	 20	 20/40/70/100/130/150/180

	 26200-0412080X	 04/12	 4	 12	 M3,5	 80	 192	 5	 20	 20/40/70/100/130/150/180

	 26200-0412100X	 04/12	 4	 12	 M3,5	 100	 232	 5	 20	 20/40/70/100/130/150/180

	 26200-0615020X	 06/15	 6	 15,6	 M5	 20	 95	 5	 22	 100/150/200/250/300/350/400

	 26200-0615040X	 06/15	 6	 15,6	 M5	 40	 135	 5	 22	 100/150/200/250/300/350/400

	 26200-0615060X	 06/15	 6	 15,6	 M5	 60	 175	 5	 22	 100/150/200/250/300/350/400

	 26200-0615080X	 06/15	 6	 15,6	 M5	 80	 215	 5	 22	 100/150/200/250/300/350/400

	 26200-0615100X	 06/15	 6	 15,6	 M5	 100	 255	 5	 22	 100/150/200/250/300/350/400

	 26200-0615120X	 06/15	 6	 15,6	 M5	 120	 295	 5	 22	 100/150/200/250/300/350/400

	 26200-0615150X	 06/15	 6	 15,6	 M5	 150	 355	 5	 22	 100/150/200/250/300/350/400

	 26200-0819060X	 08/19	 8	 19	 M8	 60	 190	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819080X	 08/19	 8	 19	 M8	 80	 230	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819100X	 08/19	 8	 19	 M8	 100	 270	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819120X	 08/19	 8	 19	 M8	 120	 310	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819140X	 08/19	 8	 19	 M8	 140	 350	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819160X	 08/19	 8	 19	 M8	 160	 390	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819180X	 08/19	 8	 19	 M8	 180	 430	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819200X	 08/19	 8	 19	 M8	 200	 470	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819220X	 08/19	 8	 19	 M8	 220	 510	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-0819250X	 08/19	 8	 19	 M8	 250	 570	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26200-1023050X	 10/23	 10	 23	 M8	 50	 170	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26200-1023100X	 10/23	 10	 23	 M8	 100	 270	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26200-1023150X	 10/23	 10	 23	 M8	 150	 370	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26200-1023200X	 10/23	 10	 23	 M8	 200	 470	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26200-1023250X	 10/23	 10	 23	 M8	 250	 570	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26200-1023300X	 10/23	 10	 23	 M8	 300	 670	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26200-1023350X	 10/23	 10	 23	 M8	 350	 770	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26200-1428050X	 14/28	 14	 28	 M10	 50	 207	 12	 40	 200/250/300/350/400/500/600/700/800

	 26200-1428100X	 14/28	 14	 28	 M10	 100	 307	 12	 40	 200/250/300/350/400/500/600/700/800

	 26200-1428150X	 14/28	 14	 28	 M10	 150	 407	 12	 40	 200/250/300/350/400/500/600/700/800

	 26200-1428200X	 14/28	 14	 28	 M10	 200	 507	 12	 40	 200/250/300/350/400/500/600/700/800

	 26200-1428250X	 14/28	 14	 28	 M10	 250	 607	 12	 40	 200/250/300/350/400/500/600/700/800

	 26200-1428300X	 14/28	 14	 28	 M10	 300	 707	 12	 40	 200/250/300/350/400/500/600/700/800

	 26200-1428400X	 14/28	 14	 28	 M10	 400	 907	 12	 40	 200/250/300/350/400/500/600/700/800

Gas springs

On request:
Other extension forces. 
 
Potential extension force F1 (min. - max.) 
Size 04/12: 10 - 180 N 
Size 06/15: 40 - 400 N 
Size 08/19: 50 - 700 N 
Size 10/23: 100 - 1200 N 
Size 14/28: 150 - 2500 N 

Accessories:
See adjacent illustration for connectors and hardware. 
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26201

Material:
Piston rod, stainless steel 1.4305.
Pressure tube, stainless steel 1.4301.
Filling medium: oil, nitrogen. 

Version:
Piston rod and pressure pipe, bright. 

Sample order:
nlm 26201-0615040X100
(include extension force F1) 

Note:
Individual filled gas springs are excluded from replacement
Gas springs are maintenance-free, self-contained systems 
that are filled with nitrogen under high pressure. There 
is also an internal defined quantity of oil for end position 
damping and lubrication purposes. The gas springs contain 
a check valve in the grub screw of the pressure pipe which 
enables the extension force to be subsequently reduced.

The gas springs must be stored and mounted with the 
piston rod extending downwards. 

The physical properties that apply when a gas spring is 
being filled result in a tolerance range of ±5 % for the rated 
extension force.

Gas springs are filled with nitrogen under high pressure 
and under no circumstances should they be opened or 
overloaded. 

On request:
Other extension forces.

Potential extension force F1 (min.–max.)
Size 06/15: 40–400 N
Size 08/19: 50–700 N
Size 10/23: 100–1200 N
Size 14/28: 200–2500 N 

Accessories:
See adjacent illustration for connectors and hardware. 

Gas springs 
stainless steel
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26201

Gas springs  
stainless steel

	 Order No.	 Size	 D	 D1	 D2	 Travel	 L	 L1	 Progression	 Extension force 
	  		   			   S			   %	 F1 
	  		   							       N

	 26201-0615040X	 06/15	 6	 15	 M5	 40	 135	 7	 25	 100/150/200/250/300/350/400

	 26201-0615050X	 06/15	 6	 15	 M5	 50	 155	 7	 25	 100/150/200/250/300/350/400

	 26201-0615060X	 06/15	 6	 15	 M5	 60	 175	 7	 25	 100/150/200/250/300/350/400

	 26201-0615080X	 06/15	 6	 15	 M5	 80	 215	 7	 25	 100/150/200/250/300/350/400

	 26201-0615100X	 06/15	 6	 15	 M5	 100	 255	 7	 25	 100/150/200/250/300/350/400

	 26201-0615120X	 06/15	 6	 15	 M5	 120	 295	 7	 25	 100/150/200/250/300/350/400

	 26201-0615150X	 06/15	 6	 15	 M5	 150	 355	 7	 25	 100/150/200/250/300/350/400

	 26201-0819060X	 08/19	 8	 19	 M8	 60	 190	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819080X	 08/19	 8	 19	 M8	 80	 230	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819100X	 08/19	 8	 19	 M8	 100	 270	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819120X	 08/19	 8	 19	 M8	 120	 310	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819150X	 08/19	 8	 19	 M8	 150	 370	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819160X	 08/19	 8	 19	 M8	 160	 390	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819180X	 08/19	 8	 19	 M8	 180	 430	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819200X	 08/19	 8	 19	 M8	 200	 470	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819220X	 08/19	 8	 19	 M8	 220	 510	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-0819250X	 08/19	 8	 19	 M8	 250	 570	 10	 30	 100/150/200/250/300/350/400/500/600/700

	 26201-1023050X	 10/23	 10	 23	 M8	 50	 170	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1023060X	 10/23	 10	 23	 M8	 60	 190	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1023080X	 10/23	 10	 23	 M8	 80	 230	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1023100X	 10/23	 10	 23	 M8	 100	 270	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1023150X	 10/23	 10	 23	 M8	 150	 370	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1023200X	 10/23	 10	 23	 M8	 200	 470	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1023250X	 10/23	 10	 23	 M8	 250	 570	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1023300X	 10/23	 10	 23	 M8	 300	 670	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1023350X	 10/23	 10	 23	 M8	 350	 770	 10	 30	 150/200/250/300/350/400/500/600/700/800

	 26201-1428050X	 14/28	 14	 28	 M10	 50	 207	 12	 40	 200/250/300/350/400/500/600/700/800

	 26201-1428100X	 14/28	 14	 28	 M10	 100	 307	 12	 40	 200/250/300/350/400/500/600/700/800

	 26201-1428150X	 14/28	 14	 28	 M10	 150	 407	 12	 40	 200/250/300/350/400/500/600/700/800

	 26201-1428200X	 14/28	 14	 28	 M10	 200	 507	 12	 40	 200/250/300/350/400/500/600/700/800

	 26201-1428250X	 14/28	 14	 28	 M10	 250	 607	 12	 40	 200/250/300/350/400/500/600/700/800

	 26201-1428300X	 14/28	 14	 28	 M10	 300	 707	 12	 40	 200/250/300/350/400/500/600/700/800

	 26201-1428350X	 14/28	 14	 28	 M10	 350	 807	 12	 40	 200/250/300/350/400/500/600/700/800

	 26201-1428400X	 14/28	 14	 28	 M10	 400	 907	 12	 40	 200/250/300/350/400/500/600/700/800
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26300

 Order No. D D1 D2 C  L L1 L2 L3 SW
    (travel)     

           

 26300-0807506 M8x0,75 6 2,5 6 58 5 41 2 11

 26300-0810008 M8x1 6,4 2,5 8 61,1 5,1 43,9 3 10

 26300-1010008 M10x1 6 2,4 8 65 6 41 3 13

 26300-1210010 M12x1 8 3,5 10 84 8 61 4 14

 26300-1415010 M14x1,5 10 3,5 10 88 8 59 6 17

 26300-2015016 M20x1,5 18 6 16 127 17 76 8 24

 26300-2515030 M25x1,5 22 8 30 173 18 111 10 32

Order No. max. energy input max. energy input effective mass speed return axis
per stroke per hour max. kg range force deviation

Nm Nm  m/s N max. (°)

26300-0807506 1,4 2202 15 0,3 - 2 9 2,5

26300-0810008 3,5 5650 15 0,3 - 2 5,3 2

26300-1010008 1,76 3528 10 0,3 - 2 5,88 2,5

26300-1210010 4,9 5880 30 0,3 - 2 9,8 2,5

26300-1415010 5,88 8820 35 0,3 - 2 9,8 2,5

26300-2015016 - 20580 200 0,3 - 2 18,1 2,5

26300-2515030 49 29400 300 0,3 - 2 33,2 2,5

Material:
Housing, steel.
M8x0.75 housing in stainless steel.
Steel piston rod.
Steel nut.
Collision head in steel, plastic. 

Version:
Housing nickel plated.
Housing M8x0.75, bright.
Housing M8x1 black oxidised.
Piston rod hard chromed.
Nut nickel plated. 

Sample order:
nlm 26300-0807506 

Note:
Industrial shock absorbers are maintenance-free, ready to 
install hydraulic components. They have an integrated fixed 
stop. The damping strength can be precisely set with the 
adjustable version. After installation, the equipment is run a 
few times and the adjustment screw rotated until the optimal 
braking is achieved.
Exceeding the max. energy input per hour is possible if a 
pause is made every now and then or the shock absorber is 
air cooled. The end position is optional. 

Temperature range:
-5 °C to +70 °C. 

Attention:
Industrial shock absorber, adjustable, M8x1 (26300-0810008) 
supplied with one nut only. 

Industrial shock absorbers 
adjustable

NLM_2022_Buch2.indb   778NLM_2022_Buch2.indb   778 23.11.2021   15:02:2623.11.2021   15:02:26

Distribuitor direct NORELEM pentru Romania: Best TOOLS SRL 
info@btools.ro |  0368.412.413 | www.btools.ro



779

21
00

0
22

00
0

23
00

0
24

00
0

26
00

0
27

00
0

28
00

0
29

00
0

20
00

0
31

00
0

32
00

0
33

00
0

D1

D2

D

L

L1 L2

K

A
SW1

C

26301

Material:
Housing stainless steel 1.4404.
Piston rod stainless steel 1.4125.
Collision head plastic. 

Version:
Bright. 

Sample order:
nlm 26301-0810007 

Note:
Industrial shock absorbers are maintenance-free, ready to 
install hydraulic components. They have an integrated fixed 
stop. The adjustable version enables precise adjustment 
to the desired dampening level. After installation, operate 
and adjust the shock absorber a few times until the desired 
braking level is achieved.
Exceeding the max. energy intake per hour is possible if 
temporarily disconnected or the shock absorber is cooled 
with cylinder exhaust air. The installation position is 
arbitrary. 

Temperature range:
-20 °C to +80 °C. 

On request:
Filled with foodstuff compatible oil acc. to USDA-H1. 

Industrial shock absorbers 
adjustable, stainless steel

Order No. A C D D1 D2 K L L1 L2 SW1
  (travel)        
          

26301-0810007 2,5 7 M8x1 6 2,5 3,5 61,5 5,5 45 -

26301-1010010 2,5 10 M10x1 6 3 3,5 68,5 6,5 48,5 -

26301-1210012 2,5 12 M12x1 10 4 3,5 89,5 8 66 -

26301-1410014 2,5 14 M14x1 10 4 4,5 105 8 78 13

26301-2010040 2,5 40 M20x1 12 6 6 181 10 125 18

 Order No. max. energy input max. energy input effective mass speed return
 per stroke per hour max. kg range force
 Nm Nm  m/s N

 26301-0810007 4 14400 50 V=0,2 - 3,5 6

 26301-1010010 15 24000 500 V=0,2 - 3,5 8

 26301-1210012 22 35200 800 V=0,2 - 3,5 7

 26301-1410014 30 50000 1500 V=0,08 - 6 23

 26301-2010040 125 95625 6300 V=0,08 - 6 23
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26320

 Order No. A D D1 H L
      
      

 26320-08075 18 M8x0,75 3,2 4 25

 26320-12100 18 M12x1 3,2 4 25

 26320-14150 24 M14x1,5 4,5 4 34

 26320-20150 28 M20x1,5 6,5 12 40

 26320-25150 40 M25x1,5 9 12 54

Material:
Steel. 

Version:
nickel-plated. 

Sample order:
nlm 26320-08075 

Note:
When using the mounting flange use a locknut 
to secure the shock absorber. The compact 
form allows for space saving designs. 

Mounting flange
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26320-10

 Order No. Form A B D D1 D2 D3 H L L1 T
            
            

 26320-10-10100 A 25,4 25 M10x1 4,5 8 - 12 38 - 4,5

 26320-10-12100 A 25,4 25 M12x1 4,5 8 - 12 38 - 4,5

 26320-10-14100 B 20 20 M14x1 5,5 9 M5 12 32 5 5,5

 26320-10-20100 B 28 25 M20x1 6,5 11 M6 20 40 6 6,5

Material:
Stainless steel 1.4404. 

Version:
Bright. 

Sample order:
nlm 26320-10-10100 

Note:
The compact form enables space saving designs.

Form A:
A locknut must be used to secure the shock absorber. 
Form B:
No locknut required. The shock absorber is clamped 
into the split bracket using the screws provided. 

Mounting brackets 
stainless steel
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D1

L D

SWT

26320-20

 Order No. D D1 L SW T
      
      

 26320-20-08100 M8x1 11 12 - -

26320-20-10100 M10x1 14 15 - -

 26320-20-12100 M12x1 16 20 - -

 26320-20-14100 M14x1 18 20 15 6

 26320-20-20100 M20x1 25 35 22 8

Material:
Stainless steel 1.4404. 

Version:
Bright. 

Sample order:
nlm 26320-20-08100 

Note:
All shock absorbers have an integrated fixed stop. 
As an option, the stop nut can be screwed onto the 
external thread of the shock absorber in order to adjust 
the end stop precisely and individually. 

Stop nuts 
stainless steel
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26330

Material:
Outer body steel.
Mounting bush plastic. 

Version:
Steel electro zinc-plated. 

Sample order:
nlm 26330-65011 

Note:
Rotation dampers are maintenance-free, ready-to-install 
elements for the controlled braking and damping of 
rotational or linear movements. 

These rotation dampers enable the smooth opening and 
closing of small covers, compartments and drawers. They 
protect sensitive components and can also raise the quality 
and value of products.

The rotation dampers brake right or left rotations or in both 
directions.

One cycle rate corresponds to one 360° right rotation and 
one 360° left rotation. 

Attention:
The rotation damper bush should not be used as a support, 
but rather as an external guide or bearing. 

Rotation dampers, steel 
rotation right, left or both directions

NLM_2022_Buch2.indb   784NLM_2022_Buch2.indb   784 23.11.2021   15:02:2823.11.2021   15:02:28

Distribuitor direct NORELEM pentru Romania: Best TOOLS SRL 
info@btools.ro |  0368.412.413 | www.btools.ro



785

21
00

0
22

00
0

23
00

0
24

00
0

26
00

0
27

00
0

28
00

0
29

00
0

20
00

0
31

00
0

32
00

0
33

00
0

26330

Rotation dampers, steel  
rotation right, left or both directions

	 Order No.	 Version 1	 Version 2	 Form	 Torque	 Max.	 Cycle rate 	 B	 B1	 D	 D1	 D2	 D3	 H	 H1	 H2	 H3	 H4 
	 		  		  Nm	 rpm	 (cycles per minute)	  										           
	 				     	  		   										        

	 26330-65010	 right	 round hole	 A	 1±0,3	 50	 12	 65	 56	 47	 42,8	 6	 4,5	 10,3	 1,25	 9	 1	 -

	 26330-65011	 left	 round hole	 A	 1±0,3	 50	 12	 65	 56	 47	 42,8	 6	 4,5	 10,3	 1,25	 9	 1	 -

	 26330-65020	 right	 round hole	 A	 2±0,3	 50	 12	 65	 56	 47	 42,8	 6	 4,5	 10,3	 1,25	 9	 1	 -

	 26330-65021	 left	 round hole	 A	 2±0,3	 50	 12	 65	 56	 47	 42,8	 6	 4,5	 10,3	 1,25	 9	 1	 -

	 26330-79030	 right	 round hole	 A	 3±0,3	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79031	 left	 round hole	 A	 3±0,3	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79040	 right	 round hole	 A	 4±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79041	 left	 round hole	 A	 4±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79050	 right	 round hole	 A	 5±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79051	 left	 round hole	 A	 5±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79060	 right	 round hole	 A	 6±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79061	 left	 round hole	 A	 6±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79070	 right	 round hole	 A	 7±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79071	 left	 round hole	 A	 7±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79080	 right	 round hole	 A	 8±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-79081	 left	 round hole	 A	 8±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 11	 1	 -

	 26330-65022	 both directions	 square socket	 B	 2±0,3	 50	 12	 65	 56	 47	 42,8	 8	 4,5	 10,3	 1,25	 8	 -	 1,5

	 26330-65032	 both directions	 square socket	 B	 3±0,3	 50	 12	 65	 56	 47	 42,8	 8	 4,5	 10,3	 1,25	 8	 -	 1,5

	 26330-65042	 both directions	 square socket	 B	 4±0,3	 50	 12	 65	 56	 47	 42,8	 8	 4,5	 10,3	 1,25	 8	 -	 1,5

	 26330-79032	 both directions	 square socket	 B	 3±0,3	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 9	 -	 1

	 26330-79042	 both directions	 square socket	 B	 4±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 9	 -	 1

	 26330-79052	 both directions	 square socket	 B	 5±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 9	 -	 1

	 26330-79062	 both directions	 square socket	 B	 6±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 9	 -	 1

	 26330-79072	 both directions	 square socket	 B	 7±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 9	 -	 1

	 26330-79082	 both directions	 square socket	 B	 8±0,5	 50	 12	 79	 68	 57	 52,4	 10	 5,5	 13,8	 1,6	 9	 -	 1
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Notes
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